


We’ve got your back.

Enjoy the view. 

Safety managers. Workers. 

Business owners. Everyone at a 

worksite plays a role in helping 

keep people healthy and safe. 

At 3M, our role is supporting 

you with the right resources 

to get the job done and bring 

your workers back home 

through the science of safety. 

#3MScienceOfSafety
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Wind energy 
Specialized equipment for a specialized industry— 
harnesses, lanyards and unique rescue and  
escape systems.

Transportation
From the airport to the railyard, there’s a 3M Fall Protection 
solution for all aspects of this diverse industry.

10 feet in the air or 100, you need the confidence to know you’re safe at height no matter 
where the job takes you. That’s why our dedicated team of Fall Protection specialists 
meets with customers out in the field. We work to understand the unique challenges 
you face and develop the products, systems and services that help keep you safe and 
compliant with fall protection standards in a variety of industries.

Utility, telecom and municipalities
With products like our confined space equipment and  
pole anchors, we specialize in fall protection equipment  
as unique as the work you do.

General industry
Whether you’re processing, milling, finishing, inspecting 
or doing routine maintenance, 3M Fall Protection can 
help you get the job done safely. 

Construction
We’ve built a portfolio of 3M Fall Protection for the  
specific needs of the construction industry—to help keep 
you building.

Mining
Rugged work requires rugged equipment. That’s why we 
developed specialized harnesses and anchors to address 
the demands of the mining industry.

Oil and gas
With “retractable” lifeline technology and equipment and 
training for emergency escape devices, 3M Fall Protection 
helps keep this vital industry running.
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Body support
harnesses distribute fall forces 
over the upper thighs, pelvis, chest 
and shoulders. They provide a 
connection point on the worker for 
the personal fall arrest system. 

Connectors
such as self-retracting lifelines 
or shock-absorbing lanyards 
connect a worker’s harness  
to the anchorage.

A B C

2



The ABC’s  
of fall protection.
A typical Personal Fall Arrest System (PFAS) 

incorporates three components, often described 
as the ABC’s of fall protection. The anchorage/
anchorage connector, body support and connecting 
device—when used together —form a complete 
system for maximum worker protection. But 
don’t forget the other important components of a 
comprehensive fall protection program: descent and 
rescue, education and fall protection for tools.

Training courses ............................119Confined space rescue ..................85

Rescue and descent ..................... 102

Netting & guardrails ......................110

Fall protection for tools ................ 121

Education
is essential. We offer a variety 
of training and consultative 
services to fit your needs.

Descent  
and rescue
devices are used to raise or 
lower a fallen injured worker 
to safety or retrieve him from 
a confined space. 

Fall protection  
for tools
helps make work environments 
safer and more productive 
by reducing dropped object 
incidents.

ED F

NEW Products on next page
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New products

Harnesses

Fall Protection for Tools

3M™ DBI-SALA® 
Delta™ Comfort 
Arc Flash Harness 
1112613

Experience quick,  
easy donning made 
possible by a patented 
Delta™ triangular 
design. Arc flash-rated 
and resistant up to 
40 cal/cm2 for high 
voltage electricity 
applications (XLarge).

1112610 Small

1112611   Medium

1112612 Large

3M™ DBI-SALA® 
5 lb. Retractable 
Tool Lanyard  
1500156

Help minimize tangling 
and tripping hazards 
with this compact 
and lightweight tool 
retractor designed to 
secure tools up to 5 lbs.

3M™ DBI-SALA® 
Large Tape 
Measure Sleeve 
1500165

Keep your tape 
measure secured 
and ready to work. 
The Tape Measure 
Sleeve creates a 
secure attachment 
point on most tape 
measures up to 35 ft.

3M™ DBI-SALA® Harness 
Adapter - 1500161

3M™ DBI-SALA®  
Quick-Wrap Tape II

Create secure tool attachment  
points using up to 40% less tape*.

Yellow (1 in. x 9 ft.) - 1500174 

Blue (1 in. x 9 ft.) - 1500168 

Blue Double Roll (1 in. x 18 ft.) - 1500171
*Compared to previous generation  

3M™ DBI-SALA® Quick-Wrap Tape.

3M™ DBI-SALA® 
Hook2Hook Coil 
Tether  1500159

A simple tethering 
solution for tools 
weighing up to 5 lbs. 
that stays out of the 
way when not in use.

3M™ DBI-SALA® 
Delta™ Comfort 
Scaffolding Harness 
1100948

These harnesses feature 
a fixed back D-ring 
and a web Easy-Link 
Self-Retracting Lifeline 
Adapter, allowing you 
to easily attach your 
personal SRL. Also 
available in quick-connect 
configurations (XLarge).

1100945 Small

1100946   Medium

1100947 Large

1109454    Universal

Elevate safety  
and comfort.

Hard Hat  
Tether  

1500178,  
1500179 

Qty. 10 or 100.

Load Rating: 4 lbs. (1.8 kg)
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Coming Soon

Self-Retracting Lifelines

3M™ DBI-SALA® Nano-Lok™ 
Self-Retracting Lifeline for  
Aerial Work Platforms - 3101655

Helps enhance your mobility in bucket 
trucks and aerial work platform 
applications. Flame-resistant with a 
retractable design, it keeps the lifeline out 
of the way and helps reduce dragging, 
snagging and trip hazards for high voltage 
electricity applications x 4.5 ft.

3M™ DBI-SALA®  
Comfort Grip Connector

Can be used for direct connection to anchorage 
structures like scaffolding and towers, the Comfort 
Grip Connector snap hook is offered on a variety 
of lanyards and personal self-retracting lifelines, 
including:

3M™ DBI-SALA® Shockwave™2 Shock-Absorbing 
Lanyard - 1246416

3M™ DBI-SALA® Nano-Lok™ edge Self-Retracting 
Lifeline x 8 ft. - 3500258

3M™ DBI-SALA® 
Nano-Lok™ Wrap 
Back Self-Retracting 
Lifelines - 3101659

A versatile, easy-to-use SRL 
specifically designed for 
tie-back use often found in 
construction applications. 
Can be used for direct 
connection to most 
harnesses x 8 ft.

3M™ DBI-SALA® Trigger X  
Adjustable Rope 
Positioning Lanyard

Get the versatility you need 
with this lanyard. It has three 
work modes and is available 
in three hook configurations 
and three lengths (6 ft., 8 ft. 
and 10 ft.).

1246416
3500258

3M™ DBI-SALA® ExoFit™ Plus and  
ExoFit NEX™ Plus Full-Body Harnesses

In addition to the features you already get 
with the ExoFit or the ExoFit NEX, they 
now will both also provide the flexibility 
of an integrated easy-link self-retracting 
lifeline adapter.

3M™ DBI-SALA® Lad-Saf™  
Flexible Cable Vertical 
Safety System

Reengineered to help 
streamline your installation 
time with over 70% fewer 
loose components compared 
to current generation, these 
lightweight systems are 
optimized for easy, effective 
installation and maintenance. 

3M.com/NEXPlus
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New ANSI  
Z359.16 Standard  
Whether you manufacture, distribute, purchase, design, install or use these systems, this new standard 
probably affects you. Here are some key changes that you need to be aware of. See our Technical 
Bulletin or contact customer service for more information.

Learn more about this and other safety standard updates at 3M.com/FallProtection.

Regulatory Knowledge

This standard applies to any vertical climbing 

system that’s 90˚ (plus or minus 1˚) when viewed 
from the front elevation and within 15˚ of vertical 
from the side elevation.

Sleeves designed to 

be removable from 

the carrier cable 

must require at least 

2 deliberate manual 

actions by the user.

During climbing 

and descent, sleeve 

movement should 

be automatic, not 

requiring manual 

intervention.

Carrier sleeves must now include 
an anti-inversion device to 
prevent the user from installing 
the carrier sleeve upside-down.

Sleeves must lock automatically 
in a fall and must include a second 
independent locking mechanism 
that can’t be disengaged or 
interfered with during a fall.

Force: ≤1,350 pounds

ANSI/ASSE Z359.11

Within 1590° (± 1°)

2
1

Force: ≤1,350 pounds

ANSI/ASSE Z359.11

Within 1590 ±

Force: ≤1,350 pounds

ANSI/ASSE Z359.11

Within 1590 ±

Force: ≤1,350 pounds

ANSI/ASSE Z359.11
Anti-Inversion Device: 
Prevents upside-
down installation 

Within 1590 ±

Second Independent 
Locking Mechanism 

Force: ≤1,350 pounds

ANSI/ASSE Z359.11

Within 1590 ±

Force: ≤1,350 pounds

ANSI/ASSE Z359.11

Within 15° of vertical90 ± K
EY

 C
H

A
N

G
E:

K
EY

 C
H

A
N

G
E:



3M™ DBI-SALA®   3M.com/FallProtection   800-328-6146 (Opt. 1) 7

Set your sights on a higher level of confidence and security with 3M™ DBI-SALA®  
Anchorage Connectors. Tested to meet OSHA and ANSI standards, our comprehensive 
portfolio of anchorage connectors gives you the gear you need to get the job done right.

•  Anchorages for general/all-purpose, steel, concrete, roof, mining or specialty.

• Fixed or mobile.

• Permanent or portable.

All anchorages must provide a secure point of attachment for  
a complete personal fall arrest system and must be capable 
of supporting a load of 5,000 lbs. (22 kN), or of 
meeting OSHA's criteria of a 2-to-1 safety factor.
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The more you trust an anchor, the more you enjoy the view.

Anchorage 
Connectors
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1003000 
Web Tie-Off Adapter
Pass-through design. 1-3/4 in. 
polyester strength member with 3 in. 
wide polyester wear pad x 3 ft. (0.9 m)

1003006   Web Tie-Off Adapter, pass-
through type x 6 ft. (1.8 m)

1002103   Adjustable Web Tie-Off Adapter, pass-
through type x 3 ft. (0.9 m)

1002106   Adjustable Web Tie-Off Adapter, pass-through 
type x 6 ft. (1.8 m)

1002010   Web Tie-Off Adapter, pass-through type  
x 10 ft. (3.0 m) 

Extremely versatile anchors are easily choked-off to the anchorage structure, to provide a fast and safe 5,000 lb. 
(22 kN) tie-off point for your personal fall protection system.

1002202 
Tie-Off Adapter for  
Hot Work Use
Reinforced with Kevlar® fiber webbing;  
ideal for high heat environments, pass-through  
type with 1-3/4 in. polyester strength member  
x 6 ft. (1.8 m)

1002200   Tie-Off Adapter, with Kevlar® fiber, pass-
through type x 3 ft. (0.9 m)

1002201   Tie-Off Adapter, with Kevlar® fiber, pass-through  
type x 4 ft. (1.2 m)

1201390
Web Scaffold Choker
Choker style attaches to 3 in.  
(76 mm) diameter anchorage.  
1 in. (25 mm) polyester strength  
member x 17 in. (43 cm)

1201391   Web Scaffold Choker x 24 in. (61 cm)

1201422   Coated Web Scaffold Choker, PVC Coated 
D-ring x 2 ft. (0.6 m)

5900550
Cable Tie-Off Adapter
Pass-through design. 7 in. x 19-3/8 in.  
(9.5 mm) stainless steel cable with  
O-rings x 4 ft. (1.2 m)

5900551   Cable Tie-Off Adapter,  
pass-through type x 6 ft. (1.8 m)

5900552   Cable Tie-Off Adapter, pass-through  
type x 10 ft. (3.0 m)

3M™ DBI-SALA® Saflok™  
Steel Carabiners

3M™ DBI-SALA® General Anchorage Connectors

2104816
Drop-Through Anchor
10 ft. (3 m) drop-through anchor with  
swiveling D-ring for concrete and steel, fits 
1-1/2 in. to 1-3/4 in. dia. hole (38.1 to 44.5 mm) 
with a minimum thickness of 4 in. (101.6 mm)

2104819  Drop-Through Anchor x 2 ft. (0.6 m)

2104818  Drop-Through Anchor x 6 ft. (1.8 m)

2104817  Drop-Through Anchor x 8.5 ft. (2.6 m)

2000113  
1-3/16 in.  
(30 mm) gate 
opening steel 
carabiner with 
self closing/
locking gate. 
3,600 lb. (16 kN) 
gate strength.

2000112  
11/16 in.  
(17.5 mm) gate 
opening steel 
carabiner with 
self closing/
locking gate. 
3,600 lb. (16 kN) 
gate strength.

2000114 
2-3/16 in. 
(55.5 mm) gate 
opening steel 
carabiner with 
self closing/
locking gate. 
3,600 lb. (16 kN) 
gate strength.
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3M™ DBI-SALA® Steel Anchorage Connectors
Extremely versatile anchors for steel that are lightweight and compact, providing an easy to install and safe 
5,000 lb. (22 kN) tie-off point for your personal fall protection system.

2108406
Fixed Beam Anchor
It installs in seconds to the beam structure in any 
orientation, with final tightening using a built-in 
adjustment handle. Ideal as a single-person anchor 
point or as end-anchors for a 3M™ DBI-SALA® Sayfline™ 
Horizontal Lifeline System. Fits up to 1-1/2 in. thick beam 
flange, 2-1/2 in.-12 in. wide.

2108407   Fixed Beam Anchor, fits up to 1-1/2 in. thick x 
2-1/2 in.-18 in. wide beam flange.

2108408   Fixed Beam Anchor, fits up to 1-1/2 in. thick x 
2-1/2 in.-24 in. wide beam flange.

2108410   Fixed Beam Anchor, fits up to 1/2 in.-2-1/2 in. 
thick x 12 in.-36 in. wide beam flange.

2110941
Sliding Beam Anchor
Features a detent-pin type adjustment system. Fits flanges 
between 6 in.-18 in. wide and up to 2-1/2 in. thick.

2104700
Sliding 
Beam Anchor
• Provides horizontal mobility on I-beams, 

overhead attachments or at the feet.

•  Wear pads provide smooth operation.
•  Ratcheting adjustment system for easy installation.

•  User capacity of 420 lbs. (189 kg)

2104550
Steel Plate Anchor
This plate anchor offers a compact, 
reliable attachment to 3/8 in.-1 in. 
thick plate steel for connecting 
your lanyard, vertical lifeline system 
or self-retracting lifeline.

• Easy-to-use set-screw design 
ensures positive and safe 
connection. 

• Complete with integral D-ring 
tie-off point.

• Durable, corrosion-resistant  
zinc-plated steel construction.

2103143 
Trolley for I-Beam
The trolley is for use with self-
retracting lifelines on horizontal 
beams and has been engineered 
for ease-of-use and superior 
performance. It glides easily  
along the beam and provides  
horizontal mobility.

• Attachable anywhere along  
beam, including midpoint. 

• Non-corrosive double- 
shielded wheel bearings are 
maintenance-free.

• Trolley guards protect the  
wheels from damage and keep 
beam clear of debris.

• Fits 3 in.-8 in. flange width and 
thickness up to 11/16 in.

2103147   Trolley for I-Beam, all 
stainless steel, fits 3 in.-8 in.  
flange width and thickness  
up to 11/16 in.

8800023
Tandem Pulley
For 3/8 in.-1/2 in. rope or cable.
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Extremely versatile anchors for concrete that are lightweight and compact, providing an easy to install and safe 5,000 lb. 
(22 kN) tie-off point for your personal fall protection system.

3M™ DBI-SALA® Concrete Anchorage Connectors

3M™ DBI-SALA® Steel Anchorage Connectors (cont.)

2101630
D-Ring Anchorage Plate
The D-Ring Anchorage Plate can be bolted or welded to a structure, offering a 
compact, reliable connection point for your fall protection system.

• Two 1/2 in. diameter attachment holes.
• Cadmium-plated steel D-ring.

• 304 stainless steel anchorage plate. 
• Plate size: 1/4 in. x 2 in. x 4-1/2 in.

2101634   D-Ring Anchorage Plate with cadmium-plated steel D-ring, raw steel  
anchorage plate.

2101636   D-Ring Anchorage Plate with 304 stainless steel D-ring and anchorage plate.

2101638   D-Ring Anchorage Plate with 316 stainless steel D-ring and anchorage plate.

2100085
Concrete Wedge Anchor
Portable and reusable concrete anchor installs 
quickly and easily using standard concrete 
tools, providing a fast and safe tie-off point.
• Exclusive quick-release button for  

fast removal.

• Unique forged connection ring provides 
a compatible tie-off point.

• Shielded load cable and chock  
release cables.

• Exclusive pivoting easy-grip handle.

2100101
Toggle Anchor
Portable and reusable anchor installs in just 
seconds to concrete or steel for horizontal, 
vertical, or overhead  applications, 
providing a compatible, fast and safe  
tie-off point.
• Activator cable provides toggle mode 

selection (Open or Lock).
• Toggle position indicator visually 

notifies user if locked or unlocked.
• Swiveling D-ring provides a 

compatible tie-off point.

2100050
Concrete Anchor Strap
Our disposable concrete anchor strap provides 
a temporary anchorage on concrete forms and 
is extremely easy to install and use.

• Loop slips over rebar, then concrete is 
poured over. When no longer needed, 
simply cut strap and discard.

• Durable 1-3/4 in. polyester 
construction x 3-1/2 ft. (1 m). Full 
length wear pad for abrasion resistance.

• D-ring provides compatible tie-off point.

2100053  Concrete Anchor Strap with D-ring,  
48 in. (1.2 m)

2100061 Concrete Anchor Strap, no D-ring, 3-1/2 ft. (1 m)
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2104560 
Concrete D-Ring Anchor
A simple, versatile and safe concrete 
anchor solution for use in temporary or 
permanent applications, providing  
a safe tie-off point. 
• Reusable D-ring assembly.

• Rugged design for harsh 
environments. 

•  Safe “hook-up” indicator 
notifies user of proper 
installation.

• Install into 11/16 in., 18 mm or 3⁄4 in. holes— 
only standard drill bits needed.

2104561  Concrete D-Ring Anchor with 5 additional bolts.

2104562 Concrete D-Ring Anchor with 11 additional bolts.

2100066  10-pack of Replacement Bolts for Concrete 
D-Ring Anchor.

2101004
Concrete Detent Anchor
A versatile, simple and safe 
concrete anchor utilizing pre-
installed sockets, enabling the 
user to connect and disconnect 
from the anchorage by simply 
pressing a button.

•  Use for floor, wall or ceiling 
type applications.

•  Provides convenient tie-off 
points wherever needed.

•  Push-button operation for fast and  
easy operation.

• Socket includes cover cap to hide recess, 
blending into the decor.

2101000  Concrete Detent Socket and cap only.

2101002  Concrete Detent Pin only.

2100152  Concrete Pour-in-Place Anchor.

2100169   Pour-in-Place Detent Anchor Assembly  
with detent pin and socket.

1231305
Web Anchor
Anchor can be directly connected to 
many concrete wall forms to provide 
a tie-off point for your system. Web 
anchor strap with large opening, 
Hook at one end, D-ring at other  
x 1.5 ft. (45 cm)

8523178
Concrete Parapet Anchor
Portable anchorage connector developed for use in 
locations where a low parapet wall provides an anchor site 
for a shock-absorbing lanyard or self-retracting lifeline.
• Non-penetrating design eliminates site damage.

• Adjustment range 1 in.-14.5 in. wide.
• No tools required for installation.

A
   A

n
c

h
o

ra
g

e
 C

o
n

n
e

c
to

rs



12

Wood or steel. Residential or commercial. Flat or sloped. No matter what type of roof you’re working on, your fall 
protection system needs specialized components to help keep you safe. Our easy-to-use kits and anchorage devices 
provide reliable solutions and meet the latest OSHA and ANSI standards. 

3M™ DBI-SALA® Roof Anchorage Connectors

2100133 
Roof Top Anchor for metal, 
concrete, wood roofs

2100139 
Roof Top Anchor for 
membrane type roofs

2103670 
Permanent Roof Anchor 
with flashing and cap

2103673 
Portable Reusable  
Roof Anchor

2103675 
Portable/Reusable Standing 
Seam Roof Anchor

2104541 
Detachable Roof Anchor  
with flashing

2103677
Portable Reusable Roof 
Anchor

2103677
Portable Reusable Roof 
Anchor

2103690 
3-Man Reusable Swiveling  
Roof Anchor

2100138 
Standing Seam Roof Anchor

2100185
Freestanding 
Counterweight Anchor
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Selection Guide: 

Part #

Wood 
attachment 

- OK

Metal attachment 
-OK, minimum 

thickness
OK to Use  
with HLL

Capacity -  
Maximum  

Arresting Force
Attachment 

method
Permanent 
installation

OSHA 
Compliant

ANSI Z359 
compliant

2100133 ■ (5/8 in. 
plywood) ■  24 Ga. ■ 310 lbs./1800 MAF Lag screws (wood), anchors (concrete),  

rivets or Fablok or Tek screws (metal)
■ (5/8 in. 
plywood) ■ ■

2100138
■ Fits standing seam 

centers 15.75 in. x  
11.8 in. w/clamp kits  

■ 310 lbs./1800 MAF
7241204 for bulb type seam, 7241206  

for double folded standing seam,  
7241208 for single folding seam            

■

2100139
■ Installs to standard 

membrane and  
built-up type roofs

■ 310 lbs./1800 MAF 4 bolts: 7241182 6 in. toggle bolt, or  
7241183 12 in. toggle bolt ■ ■ ■

2100140
■ Single-ply PVC 

membrane and 
built-up roofs

■ 310 lbs./1800 MAF 7241182 or 7241183 toggle bolt ■

2100142 ■ Single ply Bitumin 
and built-up roofs

■ 310 lbs./1800 MAF 7241182 or 7241183 toggle bolt ■

2100185 ■ Flat roofs up to  
5 degrees of slope 310 lbs./1800 MAF 7241182 or 7241183 toggle bolt

2103670 ■ 310 lbs./1800 MAF U -Bolt clamps (included) to rafter  
or truss, 2 x 4 , 2 x 8 ■ ■ ■

2103671 ■ 310 lbs./1800 MAF U -Bolt clamps (included) to rafter  
or truss, 2 x 10, 2 x 12 ■ ■ ■

2103673 ■

■ Synthetic  
Sayfline™ or  

PRO-Line of slope

310 lbs./1800 MAF  
(2 person w/ Sayfline™ 

Synthetic HLL)

6 (1/4 inch size) Lag screws  
(included) or 12 nails (included) ■ ■

2103675 ■ Flat roofs up to  
5 degree of slope 310 lbs./900 MAF Clamps to seam ■

2103676 ■ ■ 22 Ga. deck 310 lbs./1800 MAF Nails or Tek screws ■

2103677 ■ 420 lbs./900 MAF Lag screws ■

2103690 ■
3 Person, 310 lbs. ea.  

/1350 MAF Deck screws ■

2104540 ■ 310 lbs./1800 MAF Bolts w/clamp ■ ■ ■

2104541 ■ 310 lbs./1800 MAF Bolts w/clamp ■ ■ ■

2104542 ■ 310 lbs./1800 MAF Bolts w/clamp ■ ■ ■

2105682 ■ 310 lbs./900 MAF Lag screws or nails ■

2105683 ■
■ 16 Ga. purlins or  

22 Ga. decking

■ Synthetic 
Sayfline 7600502-

7600510

310 lbs./1800 MAF  
(900 MAF w/HLL) Lag screws or self-drilling screws ■ ■

2104168 
Roofer’s Fall 
Protection Kit
Complete fall 
protection system in 
a bag for convenient 
compliance and 
safety on the job. 

Kit includes:

•  Reusable Roof Anchor (2103673)
• Full-Body Harness (1103513)
• Rope Adjuster with Shock-Absorbing Lanyard (1246037) 
• Lifeline x 50 ft. (1202794)
• Counterweight (5901583) 
•  Carrying Bag (9503806) 

2104169   Roofer’s Fall Protection Kit with  
Roof Anchor (2103676)

Read user instruction manual for complete information on use and limitations.    
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3M™ DBI-SALA® Remote Anchoring Systems

2104527
Remote Anchoring System
Provides a safe means to anchor a fall protection device to 
an overhead location beyond normal reach.

• Pole adjusts from 6 ft.-12 ft. (1.8 m-3.6 m)
• Tie-off adapter tool for installation of anchorage device. 
• Hook attachment tool for installation of 3,600 lb. gated 

snap hooks.
•  Tie-off adapter x 3 ft. (0.9 m) and carrying bag.

2104528    System with 8 ft.-16 ft. (2.4 m-4.8 m)  
adjustable pole

2104529   Snap Hook Connector Tool for 3,600 lb.  
gated hooks.

2104530   System, 6 ft.-12 ft. (1.8 m-3.6 m) adjustable pole 
with original and 3,600 lb. gated hook tools.

2104531     System, 8 ft.-16 ft. (2.4 m-4.8 m) adjustable pole 
with original and 3,600 lb. gated hook tools.

2100090
Perimeter Limiter  
Leading Edge Anchor
Freestanding, non-penetrating anchor for  
concrete decking construction and provides  
overhead anchorages for up to two users. 

• Large foam filled trailer tires won’t go flat  
and provide easy movement.

• Rotating 7.5 ft (2.3 m) mast and anchorage  
arm for added freedom of movement.

• Pre-drilled holes for accessory rescue winches  
or job site boxes. 

• Additional weights and taller mast (available 
separately) can be added for job site flexibility.

2100080
Door/Window Jamb Anchor
Non-penetrating anchor is lightweight and portable, 
requiring no tools for attachment. Adjustable opening 
ranging from 21.5 in.-51.5 in. (54.6 cm-130.8 cm).  
Rated for 3,600 lb. (16 kN)
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For aviation 
maintenance 
applications, use  

3M™ DBI-SALA®  
Nano-Lok™ 
Wrap Back 
Self-Retracting 
Lifelines Page 5

This Self-Contained Vacuum Anchor (SCVA) System allows 
workers to conveniently anchor to virtually any compatible, 
smooth, non-porous surface—enabling them to work where 
they need to without compromising their fall protection safety.  
At just over 19 lbs., it’s easy to transport and use. It connects 
in seconds and gives workers the freedom to move about with 
confidence. All models are OSHA, CE and AS/NZS compliant 
and feature a comprehensive backup system to enhance 
worker safety.

3M™ DBI-SALA® Self-Contained  
Vacuum Anchor System

Selection guide:
Components Aviation General industry

SCVA assembly (shop air powered) 2200107* 2200094*

SCVA assembly with on board bottle attachment (shop air or gas powered) 2200108* 2200095*

Secondary pad assembly (optional) 2200109* 2200096*

Secondary pad hose (optional) – 50 ft. (15 m) 2200130

Aviation HLL kit (includes secondary pad, 40 ft. HLL, and secondary pad 50 ft. hose) 2200123 —

Compressed gas cylinder (bottle sold separately) 2200078

Shop air powered Shop air/gas powered

Main support assembly Anodized aluminum

Vacuum seal pad material – aviation EPDM

Vacuum seal pad material – general industry Polybutadiene

Electronics 4 AA lithium batteries

Shop air requirements 80 psi-150 psi

Compressed gas bottle requirements — 3,000 psi, 48 in3

Dimensions 22 in. x 22 in. x 6 in. (55 cm x 55 cm x 15 cm)

System weight 17.4 lbs. (7.8 kg) 19.9 lbs. (9.0 kg)

Capacity 310 lbs. (140 kg); One person

Surface temperature range -20˚F to 140˚F (-29˚C to 60˚C) 

Vacuum anchor static capacity 3,375 lbs. (15 kN) 

Product specifications:

*Recommended lanyard is 1246170. Carry case included.
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Lifelines that work for 
your work site.

Maximize mobility, productivity and fall 
protection with 3M™ DBI-SALA® Horizontal 
Lifeline (HLL) Systems. With a wide variety of 
HLLs available, we have the systems that are 
right for your site.

16
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Choosing a horizontal lifeline system

It’s critical to choose a system that has been 
precision engineered and rigorously tested to  
meet OSHA requirements. Some other  
important considerations include: 

Anchorage structure

The I-beam, rebar stud, concrete column or roof  
you attach your system to can dictate the type of 
system required. 

Portable or permanent

Temporary jobs require portable systems that can 
be moved efficiently from one location to another. 
For hazardous areas that need to be accessed often,  
a permanent solution may be a better choice.

3M™ DBI-SALA® 
Horizontal Systems

Lifeline type

Synthetic lines are lightweight and compact, 
while galvanized or stainless steel offer enhanced 
corrosion and abrasion resistance.

Number of users

Consider the number of workers required  
and choose a system that can accommodate  
them safely.

Clearance requirements

The distance between the work area and the 
next level or obstruction below is called “fall 
clearance.” Anchorage height, type of lifeline and 
length are some of the factors that will affect the 
required clearance needed.

Lifelines that work for 
your work site.
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These systems incorporate a modular, multi-base 
design that accommodates a wide range of steel  
and concrete beams.

•  Interchangeable stanchions—great for steel  
and concrete applications.

• Lightweight and portable.
• Fast and easy setup and use.

• Single and multi-span options available.

• Pass-through bracket provides 100%  
tie-off capability.

• Integrated 3M™ DBI-SALA® Zorbit™ Energy 
Absorber limits forces on structure.

Steel I-Beam Applications
•  Single clamp and wing nut design.
• Adjustments made from top of beam.

•  Fits flanges 6 in.-12 in. wide, 2-1/4 in. thick.
•  Optional bases for 18 in., 24 in. and 36 in. widths.

Concrete rebar & shear stud applications
• Simply attach with torque wrench.
• Simple chain tie-back connection.
•  Fits 1/2 in.-1 in. diameter (#4-#8 rebar) and  

4 in.-12 in. center to center.

3M™ DBI-SALA® SecuraSpan™ Horizontal Lifeline 
(HLL) Systems

Systems shown with 
intermediate stanchion—
must order separately.

Shown with 
tie-back base 
with chain.

Selection guide:

20 ft. 30 ft. 40 ft. 50 ft. 60 ft. Stanchion Tie-Back Base

I-Beam 7400420 7400430 7400440 7400450 7400460 7400047 -

Rebar/Shear Stud 7400620 7400630 7400640 7400650 7400660 7400215 7400214

3M™ DBI-SALA® SecuraSpan™ Horizontal 
Lifeline Systems
Complete single span system includes two stanchions 
(7400047) and cable assembly with tensioner and  
Zorbit™ Energy Absorber. 60 ft. (18.3 m)

3M™ DBI-SALA® SecuraSpan™ Loop Rebar 
Horizontal Lifeline Systems
These easy-to-install complete single-span systems include 
two stanchions and cable assembly with tensioner and 
Zorbit™ Energy Absorber.

Systems shown with intermediate stanchions—sold separately.

System shown with intermediate stanchion—sold separately.

Selection guide:

20 ft. 30 ft. 40 ft. 50 ft. 60 ft. Stanchion

7400320 7400330 7400340 7400350 7400360 7400045
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7400087 
Perpendicular I-Beam 
System Components 
Stanchion with 
Perpendicular I-Beam Base
No tie back, fits 8 in.-14 in. flange.

7400215 
Stanchion with Rebar/Shear Stud Base
Pass-through and end anchor brackets.

7400053 
End-Anchor Retro-Fit Kit
With rebar/shear stud base, tie-back assembly, 
end-anchor and pass-through bracket.

7400045 
Stanchion with Loop Rebar  
Base and Pass-Through Bracket 

7400054 
Intermediate Retro-Fit Kit
With rebar/shear stud base and 
pass-through bracket.

7400214
Tie-Back Base and  
Chain Assembly 

7400086 
Perpendicular I-Beam Base Only
Fits 8 in.-14 in. flange.

7400089 
Perpendicular Pass-Through Kit

3M™ DBI-SALA® SecuraSpan™ I-Beam System Components

3M™ DBI-SALA® SecuraSpan™ Rebar System Components

3M™ DBI-SALA® SecuraSpan™ Loop System Components

Selection guide:

Stanchion with I-Beam Base
6 in.-12 in. Flange 12 in.-18 in. Flange 18 in.-24 in. Flange 24 in.-36 in. Flange

7400047 7400055 7400056 7400057

I-Beam Base Only
6 in.-12 in. Flange 12 in.-18 in. Flange 18 in.-24 in. Flange 24 in.-36 in. Flange

7400052 7400065 7400066 6700067

Stanchion with I-Beam Base for  

3-3/8 in. Thick Flange

Fits up to 3-3/8 in. thick, 

6 in.-12 in. wide

Fits up to 3-3/8 in. thick,

12 in.-18 in. wide

Fits up to 3-3/8 in. thick,

18 in.-24 in. wide

Fits up to 3-3/8 in. thick,

24 in.-36 in. wide

7400015 7400032 7400033 7400034

Lifeline options for all systems—cable assembly with turnbuckle and Zorbit™ Energy Absorber are available  
in 10 ft. increments. Cable assemblies over 60 ft. include two Zorbit™ Energy Absorbers.
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This is a lightweight, easy-to-use lifeline system  
that you can install, remove and store quickly. 
• Built-in winch.
• Customizable in any length up to 60 ft.

• Built-in pre-tension and impact indicators.

• Two worker capacity.

3M™ DBI-SALA® EZ-Line™ Retractable Horizontal 
Lifeline (HLL) System

7605060

7600002
Replacement EZ-Line Handle Assembly 
See product instruction manual for complete  

clearance information.

3M™ DBI-SALA® Sayfline™ Cable Horizontal Lifeline 
(HLL) Systems 

These systems are highly portable and can be used for situations where 
welding, sparks or harsh environments are present, or where minimum 
clearance exists.

•  Includes cable lifeline assembly with wedge grip termination,  
tensioner and 3M™ DBI-SALA® Zorbit™ Shock Absorber.

•  Durable all-metal system can be left in place  
for long periods.

•  Easy to relocate at next location or site.

•  Use with any 5,000 lb. anchorage device.
•  Two worker capacity.

Selection guide:

20 ft. 30 ft. 40 ft. 50 ft. 60 ft. 70 ft. 80 ft. 90 ft. 100 ft.

7602020 7602030 7602040 7602050 7602060 7602070 7602080 7602090 7602100

See product instruction manual for complete clearance information.

Most popular 

length
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Lightweight, easy-to-install and 
portable systems that can be used for 
maintenance, bridge work, construction 
and general industry applications.

• Installs without special tools  
 or equipment.

• Easy to relocate to next location or site.

•  Kernmantle rope lifeline with tensioner  
and shock absorber.

• Capacity of two workers.

These lightweight and portable systems install to 
column tops, providing an overhead tie-off point during 
the decking process. Complete system includes two 
stanchions (7400203), and cable assembly with tensioner 
and 3M™ DBI-SALA® Zorbit™ Energy Absorber.

• Fast and easy setup and use.

•  Single and multi-span options with unlimited length.
•  Pass-through design provides protection for up to  

two workers.

Selection guide:

20 ft. 30 ft. 40 ft. 50 ft. 60 ft. 70 ft. 80 ft. 90 ft. 100 ft.

7600502 7600503 7600504 7600505 7600506 7600507 7600508 7600509 7600510

Selection guide:

20 ft. 30 ft. 40 ft. 50 ft. 60 ft.

7400220 7400230 7400240 7400250 7400260

See product instruction manual for complete clearance information.

See product instruction manual for complete clearance information.

3M™ DBI-SALA® Sayfline™ Synthetic 
Horizontal Lifeline Systems

3M™ DBI-SALA® SecuraSpan™ Pour-in-Place 
Horizontal Lifeline Systems 
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Most popular 

length
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3M™ DBI-SALA® SecuraSpan™ Pour-in-Place Accessories

3M™ DBI-SALA® Horizontal Lifeline Components

7400203 
Stanchion Assembly 
7 ft. 6 in. tall.

7400200 
Intermediate Bracket 
Allows system to  
be configured into  
multi-span type

7400201 
Concrete Sleeve  
For pour-in-place  
post horizontal  
lifeline systems.

7400211 
Clamp-On  
Vertical Base  
Clamps to existing 
vertical steel and 
concrete structures, 
zinc-plated steel 
construction.

7400218 
Bolt-On  
Vertical Base   
Bolts to vertical steel 
and concrete structures, 
zinc-plated steel 
construction.

7400222 
Weld-On  
Vertical Base    
Welds to vertical 
steel structures, 
steel C-channel 
construction.

8530267 
Bolt-On  
Floor Base     
Bolts to steel and 
concrete horizontal 
surfaces, zinc-plated 
steel construction.

•  Allows use of standard 5,000 lb. rated anchors.
•  Lightweight, compact and easy to set up and use.
•  Simple design makes integration easy.

Accessory products:
1. Cable clips - 9501563

2. O-rings - 9503880

3. Thimbles - 9506596

4. Turnbuckle - 7002050

5. Wedge Grip Horizontal Lifeline Termination Device - 7608008

6. Zorbit™ Energy Absorber - 7401013

Selection guide:

7401013 7401031 7401032 7401033 7600580

Zorbit™ Energy 

Absorber only

Zorbit™ Energy Absorber 

with 2 shackles,  
bolts, nuts

Zorbit™ Energy Absorber 

with 2 shackles, bolts, 
nuts, turnbuckle

Zorbit™ Energy Absorber with 
3 shackles, bolts,  

nuts, turnbuckle, thimbles,  
cable clips

Zorbit™ Energy Absorber with  
3 shackles, bolts, nuts, turnbuckle, 

thimbles, cable clips with  
wedge grip, 2 O-rings

3M™ DBI-SALA® Zorbit™ Energy Absorber Kits
2.

3.

4.
6.

1.

5.
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These horizontal lifeline systems 
aren’t just easy to use—they’re 
easy to install with the support of 
our network of certified installers. 
Call customer service for more 
information.

•  Pre-engineered or customized.

•  Provides continuous  
fall protection.

•  Shouldn't conflict with other  
building safety systems.

See page 35 for more information on 
3M™ DBI-SALA® Engineered Systems.

3M™ DBI-SALA® Horizontal Lifelines

Comparison guide:
EZ-Line™ Sayfline™ Synthetic Sayfline™ Cable Multi-Span SecuraSpan™

Maximum Length 60 ft. 100 ft. 100 ft. 180 ft. 600+ ft.

Maximum Span Length 60 ft. 100 ft. 100 ft. 30 ft. 60 ft. w/ stanchions, 
100 ft.

Minimum Anchorage 
Strength 5,000 lbs. 3,600 lbs. 5,000 lbs. 5,000 lbs. 5,000 lbs.

Multi-spans Allowed Yes No No Yes Yes

Maximum Number of Spans Many 100 ft. 1 12 Many

Maximum Users on System 6 2 2 2 6

Maximum Users on Span 2 2 2 2 2

420 lb. Capacity Yes, derate system to single person per span.

Energy Absorber
Brake and reserve  

line Zorbit™ used on 
multi-span setups

In-line energy  
Shock Pack

1 Zorbit™ for 60 ft. 
span or less, 2 Zorbit™ 
are required for more 

than 60 ft.

1 Zorbit™ for 30 ft. 
single span, 2 Zorbit™ 

for multiple spans

1 Zorbit™ for up to  
60 ft. single span, use 

second Zorbit™ for 
multiple spans

Fall Clearance Saved 
(When changing from 60 ft. 

span to 30 ft. span)
2 ft. 7 ft. 2 in. 3 ft. 11 in. 1 ft. 4 in. for  

10 ft.-30 ft. span 3 ft. 11 in.

Amount of Slope Allowed 15 degrees 5 degrees 5 degrees 5 degrees 5 degrees

System Must Limit Average 
"Arresting Forces To"

900 lbs. or less

Proper Tensioning of Cable
Unit handle will 

"click" 
at correct tension

Turn tensioning nut 
until tensioner slips, 

350-450 lbs. of 
tension

Turn turnbuckle until 
tension gauge reads 

"OK." 6 in. or less sag 
wire w/o any weight

Turn turnbuckle until 
2 in. or less sag in 

wire at mid-point w/o 
any weight

Turn turnbuckle until 
6 in. or less sag in 

wire w/o any weight

Inspection
User should inspect before each use. 

Annual inspection by competent person. 
Qualified person should be involved with installation and use per OSHA.



24

Sayfline™ Horizontal Systems are designed for “off-the-shelf” 
user installation. Custom sizes are available, call customer 
service for more information.

•  Completely customizable, including span length, total  
system length and even final installation position.

•  Provides 100% continuous fall protection for two workers 
when they are properly attached to the appropriate lifeline.

•  One-piece sleeve bypasses intermediates and freely  
moves with you.

•  System includes lifeline, intermediate bracket (one per  
30 ft. span), termination hardware, tensioner and two  
Zorbit™ Energy Absorbers.

3M™ DBI-SALA® Sayfline™ Multi-Span Horizontal 
Lifeline Systems

Selection guide:

20 ft. 40 ft. 60 ft. 80 ft. 100 ft. 120 ft. 140 ft. 160 ft. 180 ft.

Galvanized 7603020 7603040 7603060 7603080 7603100 7603120 7603140 7603160 7603180

Stainless 

Steel
Contact Customer Service for part numbers.

Sayfline™ Accessories

7608001 
Intermediate Bracket  
For multi-span systems.

7608002 
Sayflink™ Sleeve
For Sayfline™ Multi-Span  
Horizontal Lifeline system.

Sayflink sleeve sold separately.
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Vertical fall protection systems allow workers to move 
up and down the entire height of the lifeline rather than 
having to disconnect and find new tie-off points along  
the way. Some important considerations when selecting  
a system include:

Portable or permanent

Temporary jobs require lightweight and easy-to-use 
portable systems with synthetic lifelines that can be 
moved from one location to another. For structures  
that are accessed often, a permanent solution is a  
better choice. 

Mobile or fixed
Mobile rope grab or ladder sleeve designs automatically 
follow the user for easy operation. Fixed devices allow  
the user to fix the unit in place for positioning or  
restraint applications.

The rules have changed
OSHA’s final rule to update general industry walking-
working surfaces and fall protection standards  
(29 CFR 2910) means that outdoor advertising fixed 
ladders over 24 feet will require ladder safety or  
personal fall arrest systems. It also means that fixed  
ladder cages and wells must be phased out and replaced 
by ladder safety or fall arrest systems by 2036.

Security and 
confidence at height.
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3M™ DBI-SALA® Vertical Systems are designed to complement your  
ability to work while meeting all applicable OSHA and ANSI standards.
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Help to make your structures safe and 
accessible. Optional configurations 
include welded or bolted, straight or 
curved ladders, wood, concrete or steel 
structures and a variety of rung clamp 
sizes and styles. These systems are a 
versatile and economical solution for  
many applications.

1  Standard top bracket
 Galvanized top bracket with mounting 
hardware. For systems up to 499 ft.  
(152 m) high, fits up to 1-1/8 in. (2.85 cm) 
rung diameter and attaches to three rungs. 
Includes built-in energy absorber.

2  Standard bottom bracket
Fits up to 1-1/8 in. (2.85 cm) rung diameter 
and attaches to two rungs. Galvanized 
bottom bracket includes built-in  
tension indicator.

3  Cable guide
Non-metallic cable guide with mounting 
hardware. For systems up to 199 ft.  
(60.6 m), fits up to 1-1/8 in. (2.85 cm)  
rung diameter. Recommend one every  
25 ft. (7.6 m)

4  Cable lifeline
Galvanized cable, 3/8 in. (9.5 mm) 
diameter, 1 x 7 type. Last three digits in 
part number indicate length.

  

5   Lad-Saf X3 Detachable 
Cable Sleeve

Climbing sleeve for better climbing  
performance and fall protection.

Easy to climb
The Lad-Saf X3 Detachable Cable 
Sleeve automatically follows the 
climber during ascent or descent. 
In the event of a fall, the sleeve 
immediately locks onto the cable  
and remains locked until the user  
can regain their footing.

Tension indicator
Integrated tension-indicating bottom 
bracket takes the guesswork out  
of installation.

Customizable
Hundreds of different brackets, styles 
and configurations to suit almost  
any application.

Corrosion-resistant 
construction
Galvanized and stainless steel 
construction stands up to harsh 
environments for added longevity.

Shock-absorbing design
Integrated shock-absorbing top 
bracket reduces forces imposed  
on ladder structure during a fall.

Protected from wear
Intermediate cable guides help 
prevent cable wear against the ladder 
while permitting the climber to 
bypass without disconnecting.

3M™ DBI-SALA® Lad-Saf™ Flexible Cable Ladder 
Safety Systems

5

4

3

2

1
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6100090
3M™ DBI-SALA® Lad-Saf™ 
Bottom Bracket
Standard galvanized bottom bracket  
with mounting hardware. Fits up to  
1-1/8 in. (2.85 cm) rung diameter, 
attaches to two rungs, built-in 
tensioning device.

6100400
Lad-Saf Cable Guide
Non-metallic cable guide with 
mounting hardware. For systems  
up to 199 ft. (60.6 m), fits up to  
1-1/8 in. (2.85 cm) rung diameter. 3M 
recommends one every 25 ft. (7.6 m)

6100515   Cable Guide (L-shaped) and 
hardware for systems over 
200 ft. (61 m)

Lad-Saf Cable Lifeline
Durable high strength steel 
construction. Galvanized 
construction stands up to harsh 
environments for maintenance  
free longevity.

6116280
Lad-Saf Top Bracket
Standard galvanized top bracket with  
mounting hardware. For systems up 
to 499 ft. (152 m) high, fits up to  
1-1/8 in. (2.85 cm) rung diameter, 
attaches to three rungs, built-in 
energy absorber.

6116410   Standard Top Bracket and 
hardware for systems over 
500 ft. (152.4 m)

6160054
Lad-Saf X3 Detachable  
Cable Sleeve 
For use with 3/8 in. (9.5 mm) 
diameter 1 x 7 or 7 x 19  
solid core cable. Comes with  
2000112 carabiner. Meets  
OSHA and ANSI standards.

6160030   
Lad-Saf X2 Detachable  
Cable Sleeve
Sleeve with carabiner, dual 
independent locking system,  
fits 3/8 in. (9.5 mm) and 5/16 in.  
(8 mm) diameter 1 x 7 or 7 x 19  
solid core cable.

6110XXX 6152XXX  6130XXX 6154XXX

Diameter 3/8 in. (9.5 mm) 3/8 in. (9.5 mm) 3/8 in. (9.5 mm) 3/8 in. (9.5 mm)

Strand 1 x 7 1 x 7 7 x 19 7 x 19

Steel Galvanized Stainless Galvanized Stainless

Preformed Left, Regular Lay Left, Regular Lay Right, Regular Lay Right, Regular Lay

Compliance ASTM A475 ASTM A368 RR-W-410 RR-W-410

Breaking strength 15,400 lbs. minimum 18,000 lbs. minimum 14,400 lbs. minimum 12,000 lbs. minimum

Cable Lifeline general specifications and materials

Last three digits in part number indicate length.

Coming Soon: 
3M™ DBI-SALA® Lad-Saf™ 

Flexible Cable Vertical  

Safety System

Redesigned to streamline installation 
with up to 72% fewer loose 
components compared to current 
generation. ANSI Z359.16 compliant.

System Kits

System Kits include 6116280  
Top Bracket, 610090 Bottom 
Bracket, 3/8 in. 1 x 7 galvanized  
cable with designated length and 
cable guides where required.

6100897 17 ft. Lad-Saf System Kit

6100898 20 ft. Lad-Saf System Kit

6100877 30 ft. Lad-Saf System Kit

6100909 45 ft. Lad-Saf System Kit

6100876 100 ft. Lad-Saf System Kit
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3M™ DBI-SALA® Lad-Saf™ Bolt-On Ladder 
Safety System

Part numbers will vary 
based on tower design. 
Call customer service 
for detailed parts list 
for telecommunications 
structures.
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Ladder Accessories

Steel Pole Ladder Safety System 

Angle iron, clamp-on, 

and steel pole weld-on 

systems also available. 
Call us today.

6116261
Top Bracket for Steel Pole
Bolt-on for monopole towers.

6116250
Top Bracket for Steel Pole
Weld-on for monopole towers.

6116336
Grab Bar Extension
Slides into Top Bracket (6116054) 
of fixed ladder safety system 
and provides the user with a 
tie off point (for lanyard) when 
connecting or disconnecting  
from the system’s lifeline.

6116054
Top Bracket Assembly
For use with 6116336 (replaces 
standard 6116280 Top Bracket).

6116026
Ladder Anchor Post
Galvanized removable 
extension with eye-bolt 
anchor to attach 3-way SRL.

6116027
Galvanized Bottom  
Mounting Bracket 
Attaches 6116026  
to ladder.

5901980
Ladder Gate
Designed to help protect  
you from the dangers (and 
liability) of unauthorized 
ladder access.

Fits ladder widths up to 
20 in. (50.8 cm). Mounting 
hardware included.
Aluminum construction  
8 ft. (2.4 m) height x 36 in. 
(91.4 cm) width.
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1
The Rigid Rail System consists 
of top and bottom entry/exit 
gates, rail joints and multiple 
mounting bracket options 
designed to mount the rigid 
aluminum rail to the structure. 
You can configure to an existing 
ladder or customize a system 
with integrated ladder pegs 
when no ladder exists. Various 
clamps are available to attach 
to almost any structure.

Shock-absorbing design
Integrated energy absorber 
reduces forces imposed on 
system and worker.

Easy to climb
Automatically follows the user 
and locks in the event of a fall.

Ladder rung clamps
A variety of rung clamps 
designed for installation at 
multiple anchor points along  
the system length. 

Customizable
Different clamps and 
configurations available.

Corrosion-resistant 
construction
Stands up to harsh environments 
for added longevity.

1 6000352
 Top Ladder Rail Gate
Allows user to easily attach shuttle 
to the system and helps prevent 
accidental removal from the system.

2 6000120
 Ladder Rung Clamp
Attaches rail to ladder structure. Use 
within 1 ft. (0.3 cm) of rail splice and 
one at least every 5 ft. (1.5 m) 

3 6000033
 Standard Rail
Anodized extruded aluminum rail  
x 6.56 ft. (2 m)

6000031  3.25 ft. (1 m) Rail Section

6000032 9.84 ft. (3 m) Rail Section

4 6000100
 Rail Joint
Attaches two rail sections together.

5 6000377
 Shuttle
Climbing shuttle automatically 
follows user and locks onto rail  
during a fall.

6 6000375
 Bottom Standard  
 Rail Gate
Allows user to easily attach shuttle 
to the system and helps prevent 
accidental removal from the system.

3M™ DBI-SALA® Rigid Rail Ladder Safety Systems

Standard Ladder
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1 6000354
 Top Ladder Rail Gate
Allows user to easily attach shuttle to the system and 
helps prevent accidental removal from the system.

2 6000132
 Angle Iron Clamp
Attaches rail to angled iron structure. Other clamp 
styles available. 

3 6000298
 Step Bolt
Attaches to ladder rail to create climbing pegs.

4 6000100
 Rail Joint
Attaches two rail sections together.

5 6000307
 Ladder Rail
Anodized extruded aluminum rail with step bolt holes  
x 7.87 ft. (2.4 m)

6000301  1.96 ft. (0.6 m) Ladder Rail Section

6000302  2.95 ft. (0.9 m) Ladder Rail Section

6000303  3.93 ft. (1.2 m) Ladder Rail Section

6000304  4.92 ft. (1.5 m) Ladder Rail Section

6000306  5.90 ft. (1.8 m) Ladder Rail Section

6 6000377
 Shuttle
Climbing shuttle automatically follows user and locks 
onto rail during a fall.

7 6000375 
 Bottom Ladder Rail Gate
Allows user to easily attach shuttle to the system and 
helps prevent accidental removal from the system.

A
   V

e
rtic

a
l S

y
ste

m
s

Integrated Ladder
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3M™ DBI-SALA® Climb Assist Systems 

1

2

3

45

6

Powered Systems
Climb internal ladders on wind energy towers 
smarter with our climb assist system. Designed  
to be used in conjunction with a ladder safety 
system, it includes top and bottom pulley  
assemblies, wire cable, wire cable grip, motor 
control assembly and cable tensioning system.

Adjustable force settings
Provides five discrete force level settings.

Adapts to environment
Unique “adaptive” motor control system adjusts  
to conditions and climbing speed.

Effortless ascent and descent
Personalized system adjustment of 55-120 lbs.  
(25-55 kg) for a variety of user weights.

Simple installation
Plug-n-play portable motor control unit design 
enables simple installation to cable tensioning unit.

Global compatibility
System accommodates a power supply range of  
110-240 Vac, 50-60 Hz.

Maximum portability
20 lb. (9 kg) portable motor control unit is easily 
transported to support multiple systems and towers.

1  Top bracket pulley 
assembly

2  Wire cable

3  Wire cable grip

4  Cable tensioning system

5  Plug-n-play motor 
control assembly

6  Bottom bracket pulley 
assembly

1

2

3

4

5

6

1 6160039
 Tower Kit

2 6160041
 Tensioning Assembly 

3 6160040
 Top & Bottom Bracket  
 Pulley Assemblies

4 6100031
 Wire Cable Swage   
 Connections

5 6160027
 Wear Pad Kit
Nylon pads, stainless steel screws,  
drill bit and tap.

6 6160028
 Wire Cable
3/16 in. (4.8 mm) x 656 ft. (200 m). 7 x 
19 strand core. Galvanized steel wire.

6160051
Motor Control Assembly
Lightweight and portable at 
approximately 20 lbs. (9 kg). 
Globally compliant 120-240 
Vac, 50-60 Hz. Operating 
temperature range: -22° F–131° F 
(-30° C–55° C). IP54 rating.

9506929   Power Cord  
(NEMA 5-15P)

Tower Kit



Block assembly

Mounting bracket

Guide cable

Cable assembly 1/4 in.  
(6 mm) 7 x 19 galvanized

Rung & belt hook 
assembly

Counterweight 
assembly
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6160026
Wire Cable Grip  
with Carabiner
Carabiner: 11/16 
in. (17.7 mm) gate 
opening, 3,600 
lb. (16 kN) gate 
strength, with 
captive eye installed. 
Wire Cable Grip: 
3/16 in. (4.8 mm) 
cable sleeve.

6160024
Twin-Leg Lanyard  
Assembly with Wire 
Cable Grip (optional)
Two Carabiners: 11/16 in. 
(17.7 mm) gate opening, 
3,600 lb. (16 kN) gate 
strength, with captive eye 
installed. Wire Cable Grip: 
3/16 in. (4.8 mm) cable 
sleeve. Webbing: Yellow 
nylon, 7/8 in. (22.2 mm) 
width x 11-1/4 in.  
(285.8 mm) length.

Accessories

SSB Systems
Supports workers’ motions and provides 
fall protection while climbing tall  
ladders and towers. Great for on-shore  
and off-shore drilling platforms.

Added safety
Counterweight includes a runaway  
brake as a backup safety measure.

Ultimate flexibility
No limit to length of system.

Enhanced durability
Aluminum housing and steel drum  
resist corrosion.

1 3511063
 SSB Safety Block
Climb assist main block pulley assembly.

2 3512XXX
 Lifeline Assembly
Galvanized 1/4 in. (6.3 cm) 7 x 19 cable assembly 
with rung and belt hook (last three digits in part 
number signify length).

3530XXX  Stainless Steel Lifeline Assembly

3 3511783
 Mounting bracket
Attaches safety block to structure. Fits round 
rungs up to 3/4 in. (1.9 cm) diameter or square 
rungs up to 9/16 in. (1.4 cm) per side.

3511785  Mounting bracket, fits round rungs over 
3/4 in. (1.9 cm) up to 1-1/2 in. (3.8 cm) 
diameter or square rungs over 9/16 in. 
and up to 1-1/2 in. (3.8 cm) per side.

3511645 Rung Belt Assembly4

2

1

3
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4 3511598 
 Counterweight Assembly
80 lb. (36.3 kg) counterweight with 
integrated runaway brake system.

1113457 
ExoFit NEX™  
Powered Climb  
Assist Construction  
Style Harness
Wind energy harness with 16 
in. (406 mm) climb assist straps 
located off hips (XLarge). 

1113454  Small

1113455  Medium

1113456  Large

1113458  2X

1113452 
ExoFit NEX™ 
Powered Climb 
Assist Harness
Wind energy harness with 
16 in. (406 mm) climb 
assist straps located off 
hips (XLarge). 

1113449  Small

1113450  Medium

1113451  Large

1113453  2X

For use with Wire Cable Grip with Carabiner (6160026)—order separately.
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3M™ DBI-SALA® Rope Grabs

5000335
3M™ DBI-SALA®  
Lad-Saf™ Mobile  
Rope Grab
Detachable design can be 
attached or removed  
anywhere along lifeline.  
For use on 3M approved 
5/8 in. (16 mm) polyester/
polypropylene rope lifeline.  
Use with 3 ft. (0.9 m) shock-
absorbing lanyard.

5002045   Lad-Saf Rope Grab 
with attached 
EZ-Stop™ Shock-
Absorbing Lanyard  

x 3 ft. (0.9 m)

5001442   Lad-Saf Rope Grab 
for use on 3M 
approved 3/4 in. 
(19 mm) polyester/
polypropylene rope 

lifeline x 3 ft.  
(0.9 m). For use with 
3 ft. shock-absorbing 
lanyard.

1246037
3M™ DBI-SALA®  
EZ-Stop™ Rope Adjuster
Installs at top or bottom of the 
lifeline. Durable and lightweight, 
corrosion resistant construction. 
For use on 3M approved  
5/8 in. (16 mm) rope lifeline. 
Equipped with RFID.

5000338
Lad-Saf Wire Rope Grab 
Manual design for use in 
extremely abrasive or corrosive 
environments. For use on  
3M approved 3/8 in. (9.5 mm)  
7 x 19 galvanized or stainless 
steel cable. Use with 4 ft.  
(1.2 m) shock-absorbing lanyard.

Lifeline
material

Hook 
style

Lifeline
diameter 

(inch/mm)

25 ft.  
lifeline
(8 m)

30 ft.  
lifeline
(9 m)

50 ft.  
lifeline
(15 m)

75 ft.  
lifeline
(22 m)

100 ft.  
lifeline
(30 m)

150 ft.  
lifeline
(46 m)
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Snap hook  
at one 

end

5/8 in. 
(15.9 mm) 1202742 1202754 1202794 1202821 1202844 1202879

3/4 in.
(19.05 mm) 1202739 1202750 1202785 1202818 1202838 1202877

Snap hook 
at both 

ends

5/8 in.  
(15.9 mm) 1202740 1202753 1202790 1202823 1202842 1202878

5000400
Rope Grab Kit
Complete rope grab system in a bag for 
convenient fall protection compliance  
on the job. Kit includes:

Mobile Rope Grab (5000335)

Shock-Absorbing Lanyard (1246012)

Lifeline x 50 ft. (1202794)

Counterweight (5901583)

Tie-Off Adapter (1003000)

Carrying Bag (9511597)

5000401  Rope Grab Kit with 100 ft.  
(30 m) Lifeline (1202844)  
and Carrying Bag. (9503806)

5901583
Counterweight 
5.7 lb. (2.6 kg) flexible counterweight 
keeps lifeline taught. Heavy-duty nylon 
construction. Built-in web loop for easy 
attachment to lifeline. Compact and 
portable design. Equipped with RFID.

Rope Lifelines
Blended Rope Lifeline Assemblies  
feature additional abrasion and UV 
resistance for added durability,  
longevity and safety. Various  
styles and lengths are available  
to suit any need.

Custom sizes available.
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Flexibility for 
demanding worksites.  
Meet the fall protection needs of your unique 
worksite with a safety system designed specifically 
for your application. A 3M certified specialist will 
help you with options for the selection, installation, 
training and use of your engineered system. Contact 
customer service to find a certified specialist to 
assist you. 

3M™ DBI-SALA®  
Engineered Systems 

Overhead Applications

•  Specifically designed to meet the needs of transport 
and industrial applications.

•   Can be used for work at height on trains, trucks, 
aircraft, crane walkways and loading bays.

•  Supports self-retracting lifelines and controlled rate 

descent devices up to 33.1 lbs.

•  Allows up to 200 ft. single span for one user and up  
to 100 ft. single span for multiple users.*

3504550

3M™ DBI-SALA® Ultra-Lok™  
RSQ Self-Retracting Lifeline

Dual mode RSQ allows for a 
simple, effective rescue should 
a fall event occur.

Contact EngineeredSystems-FP@mmm.com to find a certified specialist today. 

*The number of system users and span lengths must be verified by the calculation software.
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3M™ DBI-SALA® Engineered Systems

3500214

3M™ DBI-SALA® Nano-Lok™ edge 
Quick-Connect Self-Retracting Lifeline
8 ft. (2.4 m) lifeline with 3/16 in. (5 mm) 
galvanized steel wire rope and aluminum 
captive carabiner, quick connector for 
harness mounting.

Wall and Floor Applications

•  Engineered lifeline systems can be used for modern building projects, refurbishments and  

industrial safety applications.

•   Can be fitted to steel beams, concrete and brickwork.

•    Suitable for use on older roof constructions in conjunction with fabricated anchor posts.*

*Not supplied by 3M Fall Protection.

Contact EngineeredSystems-FP@mmm.com to find a certified specialist today.
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No two jobs or job sites are the same. Whether you’re working on airplanes or oil rigs, you 
need a secure anchor point to get the job done. 3M™ DBI-SALA® Flexiguard™ Solutions are 
designed to help provide large, safe working areas with overhead anchor points for one or 
more workers in a variety of challenging situations. These systems are versatile, lightweight 
and exceptionally mobile with minimal personnel input. Rugged enough for harsh indoor or 
outdoor applications, these systems are great for the transportation, construction, oil  
and gas, mining and utilities industries.  
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Unique solutions for unique applications.

3M™ DBI-SALA® 

Flexiguard™

Solutions
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• Three base mounting* options to fit almost any need.

•  360-degree rotational mast—rotation handle included 
for turning system into working position.

•  Rotation locking system enables fixed mast position or an 
adjustable rotation range.

• Glide rail and trolley keeps anchor point overhead.

• Easy to move with a pallet jack or forklift.

• OSHA compliant.*

It’s easy to spec your own 3M™ DBI-SALA® 
Engineered Modular Unit:
1.  Choose from several fixed position and portable 

counterweighted base options.
2.  Select an adjustable mast assembly—10-15 ft.,  

13-20 ft. or 15-25 ft.
3.  Add accessories like a lifting ring kit, stabilizing jack  

kit or rescue mounting kit.

For ordering information, contact your local sales 
representative or call customer service  
at 800-328-6146 (Opt. 1).

Fixed Height System
Anchor height Offset # of Users Part #

21 ft. 7 ft. 1 8530571

Adjustable Height Jib Systems

Anchor height Offset Concrete # of Users Part #

10 ft.-15 ft. 7 ft. n/a 1 8530557

13 ft.-20 ft. 7 ft. n/a 1 8530558

15 ft.-25 ft. 7 ft. n/a 1 8530559

15 ft.-24 ft. 7 ft. without 2 8530538**

15 ft.-24 ft. 7 ft. with 2 8530768**

Base Configurations
Base type Concrete Part #

Flush Floor Mount n/a 8530564

Top Floor Mount n/a 8530565

5,000 lb. Counterweight with 8530566

5,000 lb. Counterweight without 8530621

7,700 lb. Extended Reach Counterweight with 8530570

7,700 lb. Extended Reach Counterweight without 8530666

8530564 8530565 8530559

3M™ DBI-SALA® Engineered Modular Unit

8530566

**Indicates a complete system that includes counterweight base.

8530570

Accessory Part #

Lifting Ring Kit 8530777

Stabilizing Jack Kit 8530563

Rescue Kit 8530677

*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.
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8530606

8530607

*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.

**PPE Kit includes: 20 ft. (6.1 m) 3M™ DBI-SALA® Ultra-Lok™ Self-Retracting 

Lifeline with 3M™ DBI-SALA® Saflok™ Carabiner and 25 ft. (7.6 m) tagline.

•  Excellent for applications that require a large work area in  
a limited space.

•  Smaller frame allows trucks to be parked side-by-side 
without requiring the vehicle to act as an anchoring force.

•  360-degree rotational boom provides 5 ft. working 
offset—periscoping handle included.

•  Counterweight base solutions available with or 
without concrete.

• OSHA compliant.*

SafRig™ with Outrigger Base

Base
Anchor 
height

Offset PPE Kit*
# of 

Users
Part #

15 ft. x 
15 ft. 20 ft. 5 ft. 10 in. not 

included
1 8530607

15 ft.  x 
15 ft. 20 ft. 5 ft. 10 in. included 1 8530579

SafRig™ with Counterweight Base

Base
Anchor 
height

Offset PPE Kit* Concrete
# of 

Users
Part #

4 ft. 6 in. 20 ft. 5 ft. 9 in. not 
included

with 1 8530606

4 ft. 6 in. 20 ft. 5 ft. 9 in. not 
included

without 1 8530619

4 ft. 6 in. 20 ft. 5 ft. 9 in. included with 1 8530595

4 ft. 6 in. 20 ft. 5 ft. 9 in. included without 1 8530620

3M™ DBI-SALA® SafRig™ System A
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8530433

• Great mobility and fall protection for one person.
• 360-degree rotating jib.
•  Forklift pockets on all four sides for ease of movement and placement.
• Base includes four heavy-duty lifting rings.

• OSHA compliant.*

Counterweight Jib Systems
•  Periscoping rotation handles included for turning the system  

into working position.
• Counterweight bases available with or without concrete.
• Glide rail and trolley keeps anchor point overhead.
•  Offers increased offset over Engineered Modular Unit and 3M™ DBI-SALA® 

SafRig™ models.

Anchor height Offset Concrete # of Users Part #

16.75 ft. 8 ft. without 1 8517750

16.75 ft. 8 ft. with 1 8517751

20.67 ft. 8 ft. without 1 8517752

20.67 ft. 8 ft. with 1 8517753

23.67 ft. 8 ft. without 1 8517754

23.67 ft. 8 ft. with 1 8517755

3M™ DBI-SALA® Counterweight Jib

3M™ DBI-SALA® Counterweighted System

•  Helps easily create an overhead anchor point for multiple workers.
•  Portable system lets you position close to the work surface without obstructing 

the equipment being accessed. 

•  Systems available with or without concrete counterweight on base.
•  Great for areas with no overhead obstructions or door height restrictions.
•  Includes one rail with two trolleys, heavy-duty leveling jacks and tag line assist.
• OSHA compliant.*

Anchor height Rail width Offset Weighted # of Users Part #

22 ft. 32 ft. 8 ft. not included 2 8517760

22 ft. 32 ft. 8 ft. included 2 8517761

22 ft. 42 ft. 8 ft. not included 2 8517762

22 ft. 42 ft. 8 ft. included 2 8517763 8517760

8517751

3M™ DBI-SALA® Pivoting Jib Booms
No-Base Systems
•  Attaches to supporting, fixed structures (I-beam on the jobsite).
•  Mounting clamps, plates and hardware included with systems.
• Rotates 180 degrees and locks every 7.5 degrees.
• Installed rail with trolley.

Boom height Offset # of Users Part #

TBD by end user 20 ft. 1 8530433

*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.
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•  Designed to be moved manually or with a tow bar  
and service vehicle.

•  Requires some clearance under equipment being  
accessed to accommodate the outrigger support legs.

•  Adjustable by manually cranking winch.
•  Great for areas with overhead obstructions or door  

height restrictions.

•  Includes one rail with two trolleys and heavy-duty  
leveling jacks.

•  OSHA compliant.*

Anchor height Rail width Wheels # of Users Part #

12.5 ft.-19 ft. 10 ft. 16 in. Pneumatic 2 8517701

12.5 ft.-19 ft. 20 ft. 16 in. Pneumatic 2 8517705

17.5 ft.-28.75 ft. 15 ft. 16 in. Pneumatic 2 8517707

17.5 ft.-28.75 ft. 20 ft. 16 in. Pneumatic 2 8517709

22.5 ft.-38.75 ft. 15 ft. 16 in. Pneumatic 2 8517711

22.5 ft.-38.75 ft. 20 ft. 16 in. Pneumatic 2 8517713

8517709

• Provides a secure anchor point on portable structures.

• Can provide fall protection for two workers with the right configuration.
• Easily moved from one job site to the next.

• OSHA compliant.*

Fixed Height Systems
• Systems contain a single rail rated for two users.                              
• Great for areas with overhead obstructions or door height restrictions.
• Systems include heavy-duty leveling jacks.

Anchor 
height

Rail width Wheels
# of 

Users
Part #

15 ft. 15 ft. 16 in. Caster 2 8517790

15 ft. 20 ft. 16 in. Caster 2 8517791

15 ft. 30 ft. 16 in. Caster 2 8517792

20 ft. 15 ft. 16 in. Caster 2 8517793

20 ft. 20 ft. 16 in. Caster 2 8517794

20 ft. 30 ft. 16 in. Caster 2 8517795

30 ft. 15 ft. 16 in. Caster 2 8517796

30 ft. 20 ft. 16 in. Caster 2 8517797

30 ft. 30 ft. 16 in. Caster 2 8517798

Adjustable Height Systems
•  Adjust using an overhead crane, forklift or 

powered system.
•  Great for areas with overhead obstructions and door 

height limitations.

•  Systems include two rails for bypassing trolleys and 
heavy-duty leveling jacks.

Anchor height Rail width Wheels
# of 

Users
Part #

16 ft.-22.5 ft. 20 ft. 16 in. Pneumatic 2 8517780

16 ft.-22.5 ft. 30 ft. 16 in. Pneumatic 2 8517781

8517790

3M™ DBI-SALA® C-Frame System

3M™ DBI-SALA® A-Frame System
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Accessory Part #

Tow Bar 8518243

*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.
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• Easy access fall protection for up to two users.
• Systems include guardrails and heavy-duty leveling jacks.
• Manual height adjustment via winch assembly.
• OSHA compliant.*

Platform 
height

System type Wheels
# of 

Users
Part #

10.75 ft.-15.5 ft. Portable 
ladder

16 in. 
Pneumatic

2 8517715

14.5 ft.-23 ft. Portable 
ladder

16 in. 
Pneumatic

2 8517717

18.25 ft.-31 ft. Portable 
ladder

16 in. 
Pneumatic

2 8517719

8517717 with 8518240 tow bar

• Provides 360-degree mobility with 6 ft. safe working radius from anchor.
• Collapsible and lightweight aluminum design allows for easy setup.
• OSHA compliant.*

Anchor height Offset # of Users Part #

15.25 ft. 6 ft. 1 8530152

18.75 ft. 6 ft. 1 8530161

21.25 ft. 6 ft. 1 8530387

23.25 ft. 7 ft. 1 8530320

Sky Anchor Base Configurations
• Each base option can be used with each Sky Anchor option.
• Base options are rated for one user.

Base image Base type Part #

Top floor mount 8530210

Core mount sleeve 8530314

Flush floor mount 8530162**

*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.

**Base Cap option can be used with this base.

3M™ DBI-SALA® Sky Anchor System

8530152 with 8530210 base

3M™ DBI-SALA® Freestanding Ladder System

Accessory Part #

Tow Bar 8518240
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•  Provides a standalone solution, leveraging an  
integrated counterweight. 

• Overhead anchorage points up to 21 ft. for two users.
• Quickly raises and lowers with integrated winch and handle.
• Includes heavy-duty stabilizing jacks.
• OSHA compliant.*
•  System rated for off-road use only. Not allowed for use  

on highways or public roads.

Anchor height Offset # of 
Users

Part #

20.5 ft. 4 ft. 2 8530690

Accessory Applies to Part #

Drive Clutch Assembly
8530624, 8530690, 

8530691 8548000

Job Box 8530690 8530678

Outrigger Pads 8530690, 8530691 8548050

8548000 8548050 8530678

3M™ DBI-SALA® Trailer Mounted Anchor System

8530690 (attachment not included)
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*Complies with requirements of OSHA 29 CFR 1910.140 and 1926.502.



The gear you need. 
The savings you want.
Trade-in or trade-up to get rebates on high-quality 
3M™ DBI-SALA® and 3M™ Protecta® Fall Protection.

We’re so confident you’ll love our fall protection 
products, that we’ll let you trade in your current gear 
and give you a rebate on new purchases. Harnesses, 
SRLs, lanyards and more—we’re including over 
1,200 products to choose from. 

If you already use 3M Fall Protection products,  
you can trade-up to get rebates on gear with  
more features and benefits. 

It’s a great time to assess your equipment  
and make the switch to 3M™ DBI-SALA®  
and 3M™ Protecta® Fall Protection.

Calculate your rebate at  
go.3M.com/FPtradein. 

Offer subject to change without notice. Requires digital copy of your receipt of purchase from a 3M authorized distributor and digital images proving your old equipment was taken 
out of service (e.g. Harnesses with D-rings cut off, SRLs & Lanyards with hooks cut off). End users and/or distributors responsible for collecting and disposing of trade-in/trade-up 
products. Must follow requirements online to receive rebate. Distributors and wholesalers excluded. End user rebate only. Visit go.3M.com/FPtradein for full terms and conditions.

Trade in competitive 
fall protection products

Purchase comparable qualifying* 
3M Fall Protection products

Receive a 
cash rebate 

New 3M 
customers can 

Trade-in:

Trade in current 3M 
Fall Protection products

Purchase new, upgraded qualifying** 

3M Fall Protection products

Existing 3M 
customers can 

Trade-up:

Receive a 
cash rebate 

* Comparable qualifying products means anchor for anchor, harness for harness, etc. Except as noted in the Terms & Conditions.
** Upgraded qualifying products means current 3M customer must purchase a higher value comparable product to qualify for a rebate. (Example: Delta™ Harness traded in 
for an ExoFit NEX™ Harness. ExoFit NEX™ Harness for ExoFit™ STRATA™ Harness. 3M™ Protecta® SRL for 3M™ DBI-SALA ® SRL.)

44
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Choose harness features:

1 Dorsal connection
The fall arrest attachment point located  
on the back, between the shoulders.  
Some allow for SRL attachment without 
pulling up the webbing or impeding use  
of the D-ring.

2 Webbing
Should be strong enough to endure rough use and exposure 
to weather without tearing or fraying. Specialty applications 
may require Nomex®/Kevlar® fibers or nylon that offers fire 
resistance or arc flash protection.

3 Adjusting points
Often found on legs, waist (belt models), chest and torso  
to allow a better fit. Some models may include revolving  
buckles that can be easily turned to help store and lock  
excess webbing in place.

4 Leg straps
Leg strap fasteners come in different styles, including tongue 
buckles, pass-through buckles and quick-connect buckles.

5 Pelvic support
Provides additional support, security  
and comfort, and can better distribute 
forces during a fall arrest event.

6 Padding
Cushioning relieves pressure to provide 
extra comfort, absorb energy and  
helps redistribute weight in a fall arrest 
event. May be removable or built-in to 
reduce slipping.

7 Seat slings
Removable and provides versatility  
and added comfort during long shifts.

8 Impact indicators
Provide immediate notice that the  
harness has been impact-loaded,  
simplifying inspection.

9 Lanyard keepers
Provide a place to park your lanyard 
when not in use, helping reduce  
tripping and entanglement hazards.

10 Lining
Some models feature breathable 
lining that wicks moisture away from 
your body to help keep you dry and 
comfortable.

11 Trauma straps
Easily deploy and hook together in  
seconds, allowing you to stand up  
while suspended in harness to relieve 
suspension trauma.

Tongue Buckle     Pass-Through Buckle        Quick-Connect Buckle 

Next: Choose your model  •
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Full-Body Harnesses
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3M™ DBI-SALA® Full-Body Harnesses 
Comfort. Productivity. Safety. No matter what you’re looking for in a safety harness, we’ve got you covered with a full line 
of options and features to suit your style. Just find your size and climb with confidence.

ExoFit™ STRATA™ 

Premium, all-day  
comfort harness 

•  Patented design redistributes 
weight off wearer’s shoulders.

•  Lightweight aluminum D-rings.

•  Easy-linking SRL adapter & standup 
D-ring simplify connections.

•  Mesh padding enhances 
breathability and comfort.

•  Revolving adjusters maintain fit  
and lock excess webbing in place.

•  Quick-connecting buckles  
enhance productivity.

•  420 lb. capacity (Model  
shown #1112538).

Select 
your work:

ExoFit NEX™ 
Full-featured comfort  
fit harness 
•  Revolving adjusters maintain fit 

and lock excess webbing in place.

•  Lightweight aluminum D-rings.

•  Quick-connecting buckles 
enhance productivity.

•  Non-slip, moisture-wicking 
padding.

•  Water repellent coating resists 
mold and dirt.

•  Standup dorsal D-ring simplifies 
connections.

•  420 lb. capacity (Model  
shown #1113130).

ExoFit NEX™ Arc Flash 
Comfortable, ASTM F887 
compliant harness 

•  Flame-resistant Nomex®/Kevlar® 
webbing rated to 7,000 lbs.

•  Revolving adjusters maintain fit  
and lock excess webbing in place.

•  Conductive-resistant, PVC-coated 
aluminum D-rings.

•  Leather insulators help prevent 
contact between hardware and body.

•  Comfortable, lightweight arc  
flash-rated padding.

•  Quick-connecting buckles  
enhance productivity.

•  420 lb. capacity (Model shown 
#1113318).

Construction 1 2 3 4 5 6

Tower Climbing 1 2 3 4 5 6

Vest 1 2 4 5 6

Crossover 2 4 6

Wind Energy 2 4 5 6

Mining 2

Iron Work 4 6

Oil & Gas 2 4 6

Rope Access/Rescue 2 3

Lineman 3

Positioning 3 5

Scaffolding 5 6

Arc Flash/Hot Work Use 2 3 6

1 2 3
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ExoFit™ 
Original comfort fit harness 
•   Ultra-soft edging resists chafing.

•  Easily-adjustable torso buckles.

•  Quick-connect buckles allow  
for one-handed donning.

•  Cushioned pads designed to  
resist slipping off shoulders.

•  Ballistic nylon construction  
resists abrasion.

•  420 lb. capacity (Model  
shown #1107981).
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Select 
your size:

Delta™ Comfort
Entry-level comfort harness 

•   Revolving adjusters maintain fit 
and lock excess webbing in place.

•  Vented shoulder, back and leg 
padding helps keep wearer cool.

•  Sewn-in dorsal pad holds personal 
SRLs and helps eliminate slippage.

•  Visual indicators alert wearer if 
harness has been impact-loaded.

•  Rigid tool belt allows for up to  
60 lbs. of tools.

•  Tongue buckle legs simplify 
adjustment.

•  420 lb. capacity (Model  
shown #1100798).

Delta™

Entry-level harness 

•  Revolving adjusters maintain fit 
and lock excess webbing in place.

•  Tangle-free design falls into place 
when donned.

•  Ergonomic hip pad supports  
back and hips.

•  Quick-connect buckles enhance 
productivity.

•  Water repellent coating resists 
mold and dirt.

•  Standup dorsal D-ring simplifies 
connections.

•  420 lb. capacity (Model  
shown #1110575).

4 5 6
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3M™ DBI-SALA® ExoFit™ STRATA™  
Full-Body Harnesses

Lighten up with the first harness to 
feature an innovative load distribution 
system that literally takes the weight  
off your shoulders.

•  Patented design redistributes weight 
off wearer’s shoulders.

•  Lightweight aluminum D-rings.

•  Easy-linking SRL adapter & standup 
D-ring simplify connections.

•  Mesh padding enhances breathability 
and comfort.

•  Revolving adjusters maintain fit and 
lock excess webbing in place.

•  420 lb. capacity (Model shown 
#1112538).

•  Quick-connecting buckles  
enhance productivity.

3M™ DBI-SALA® ExoFit™ STRATA™

Tower-Climbing Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Triple Action Triple Action 1B, 1C 1112580 1112581 1112582 1112583

Triple Action Tongue Buckle 1B, 1C, 2H 1112585 1112586 1112587 1112588

1112588

Triple Action Buckle Quick Connect BuckleTongue Buckle

These harnesses feature a special removable seat 
sling used for tower work.
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3M™ DBI-SALA® ExoFit™ STRATA™

Construction-Style Harnesses

3M™ DBI-SALA® ExoFit™ STRATA™

Vest-Style Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 2H 1112500 1112501 1112502 1112503

Triple Action Triple Action 1B, 2H 1112535 1112536 1112537 1112538

Triple Action Triple Action 1B, 1C, 2H 1112540 1112541 1112542 1112543

Triple Action Triple Action 1B, 1C, 2H, 2S 1112545 1112546 1112547 1112548

Quick Connect Quick Connect 1B, 2H 1112550 1112551 1112552 1112553

Quick Connect Quick Connect 1B, 1C 1112555 1112556 1112557 1112558

Quick Connect Quick Connect 1B, 1C, 2H, 2S 1112560 1112561 1112562 1112563

Triple Action Tongue Buckle 1B, 2H 1112565 1112566 1112567 1112568

Triple Action Tongue Buckle 1B, 1C 1112570 1112571 1112572 1112573

Triple Action Tongue Buckle 1B, 1C, 2H, 2S 1112575 1112576 1112577 1112578

Triple Action Triple Action 1B 1112665 1112666 1112667 1112668

Triple Action Tongue Buckle 1B 1112670 1112671 1112672 1112673

Triple Action Triple Action 1B, 1C, 2H 1112679 1112675 1112676 1112677

Triple Action Triple Action 1B, 1C, 2H 1114082 1114083 1114084 1114085

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Triple Action Triple Action 1B 1112475 1112476 1112477 1112478

Triple Action Triple Action 1B, 2H 1112480 1112481 1112482 1112483

Triple Action Triple Action 1B, 1C 1112485 1112486 1112487 1112488

Triple Action Triple Action 1B, 1C, 2H 1112490 1112491 1112492 1112493

Quick Connect Quick Connect 1B 1112495 1112496 1112497 1112498

Quick Connect Quick Connect 1B, 1C 1112505 1112506 1112507 1112508

Quick Connect Quick Connect 1B, 1C, 2H 1112510 1112511 1112512 1112513

Triple Action Tongue Buckle 1B 1112515 1112516 1112517 1112518

Triple Action Tongue Buckle 1B, 2H 1112520 1112521 1112522 1112523

Triple Action Tongue Buckle 1B, 1C 1112525 1112526 1112527 1112528

Triple Action Tongue Buckle 1B, 1C, 2H 1112530 1112531 1112532 1112533

Triple Action Tongue Action 1B, 1C, 2H, 2S 1114086 114087 1114088 1114089

1112483

1112538

These harnesses include the same great features of 
the ExoFit™ STRATA™ without the integrated load 
distribution system.
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3M™ DBI-SALA® ExoFit NEX™  
Full-Body Harnesses

3M™ DBI-SALA® ExoFit NEX™ 
Crossover-Style Harnesses

3M™ DBI-SALA® ExoFit NEX™ 
Vest-Style Full-Body Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C 1113091 1113094 1113097 1113100

Quick Connect Quick Connect 1B, 1C, 2H 1113106 1113109 1113112 1113115

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B 1113001 1113004 1113007 1113010

Quick Connect Quick Connect 1B, 1C 1113031 1113034 1113037 1113040

Quick Connect Quick Connect 1B, 2H 1113046 1113049 1113052 1113055

Quick Connect Quick Connect 1B, 2S 1113061 1113064 1113067 1113070

Quick Connect Quick Connect 1B, 1C, 2H 1113076 1113079 1113082 1113085

1113085

1113115

A front-mounted D-ring makes the crossover-style a great choice 
for a rescue harness and for ladder climbing applications.

Vest-Style Harnesses are the most universal, with multiple 
configurations and connection point options. They’re used 
across a wide variety of industries.

Comfortable and lightweight. Functional and durable. 
These harnesses are engineered to perform and 
built to last.

•  Revolving adjusters maintain fit and lock excess
webbing in place.

•  Non-slip, moisture-wicking padding and soft edging.

•  Lightweight aluminum D-rings.

•  Integrated trauma straps to minimize suspension trauma.

•  Quick-connecting buckles enhance productivity.

•  Water repellent coating resists mold and dirt.

•  Reflective material enhances visibility in
the dark.

•  Built-in carrying pocket for phones or radios.

•  Standup dorsal D-ring simplifies connections.

•  420 lb. capacity (Model shown #1113130).
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3M™ DBI-SALA® ExoFit NEX™ 
Tower-Climbing Harnesses

3M™ DBI-SALA® ExoFit NEX™ 
Mining Vest-Style Harnesses

3M™ DBI-SALA® ExoFit NEX™ 
Construction-Style Harnesses

3M™ DBI-SALA® ExoFit NEX™ 
Global Wind Energy Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C, 2H 1113190 1113191 1113192 1113193

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B 1113195 1113196 1113197 1113199

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 2H 1113121 1113124 1113127 1113130

Quick Connect Quick Connect 1B, 2H 1113151 1113154 1113157 1113160

Quick Connect Tongue Buckle 1B, 2H 1113136 1113139 1113142 1113145

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C, 2H 1113215* 1113216* 1113217* 1113218*

Quick Connect Quick Connect 1B, 1C, 2H 1113210 1113211 1113212 1113213

1113193

1113130

1113218

1113199

Tower climbing models are built to keep workers comfortable during 
extended hours in harness. Tool loops are used for carrying equipment 
and the removable seat sling adds more comfort for all-day use.

Meets major global compliance standards including ANSI, OSHA,  
CSA and CE. Convenient features include a radio/phone holster,  
sewn-in hip pad with belt and an optional, replaceable lumbar 
protector (*starred products only).

Features integrated hip padding and equipment straps that allow 
for convenient carrying of equipment that miners need to get 
the job done.

Made for general construction work, these harnesses have excellent 
tool-carrying capability, a sewn-in protective hip pad to prevent 
sagging and a removable tongue buckle body belt.
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3M™ DBI-SALA® ExoFit NEX™ 
Oil & Gas Full-Body Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Tongue Buckle 1B, 1C, 2H 1113295 1113296 1113297 1113298

Quick Connect Tongue Buckle 1B, 1C, 2H 1113290 1113291 1113292 1113293

Pass-Through Tongue Buckle 1B, 1C, 2H 1113305 1113306 1113307 1113308

Quick Connect Tongue Buckle 1B, 2H 1113285 1113286 1113287 1113288

1113298

3M™ DBI-SALA® ExoFit NEX™ 
Rope Access & Rescue Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C, 2H 1113345 1113346 1113347 1113348

Quick Connect Quick Connect 1B, 1C, 2H 1113370 1113371 1113372 1113373

1113348

3M™ DBI-SALA® 
Derrick Belt

Selection guide:

Attachment Small Medium Large XLarge Use with Harness

Tongue Buckle 1003230 1003220 1003221 1003222 1113298 or 1113288

Pass-Through 1000572 1000573 1000570 1113293

1003222

Developed specifically for the needs of the on-shore and  
off-shore drilling markets, including seat slings, an 18 in.  
D-ring extension and derrick attachments.

Specially designed multi-use harnesses with hybrid comfort padding, 
optimized for rope rescue and industrial rope access work. Used for 
rescue/emergency services, industrial rope access and rigging, wind 
energy and tower maintenance, or arborist activities.
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3M™ DBI-SALA® ExoFit NEX™ Arc Flash  
Full-Body Harnesses

All the comfort, function and durability  
you expect, paired with the flame resistance 
and conductive-resistant construction 
needed for high voltage electricity or hot-
work, like welding. Meets arc flash standard 
specifications for personal climbing equipment 
as well as ANSI Z359 and CSA requirements.

•  Flame-resistant Nomex®/Kevlar®  
webbing rated to 7,000 lbs.

• Revolving adjusters maintain fit and lock   
 excess webbing in place.

• Flame-resistant trauma straps.

•  Conductive-resistant, PVC-coated  
aluminum D-rings.

• Leather insulators help prevent contact   
 between hardware and body.

• Comfortable, lightweight arc flash-rated   
 padding and soft edging.

• Quick-connecting buckles enhance   
 productivity.

• Tested to perform to ASTM F887 for   
 personal climbing equipment.

•  420 lb. capacity (Model shown 1113318).

3M™ DBI-SALA® ExoFit NEX™ Arc Flash 
Vest-Style Full-Body Harnesses

Selection guide:

Harness 
Type

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Standard Quick Connect Quick Connect 1B 1103085 1103086 1103087 1103088

Standard Pass-Through Pass-Through 1B 1113335 1113336 1113337 1113338

Positioning Quick Connect Quick Connect 1B, 2H 1103070 1103071 1103072 1103073

Rescue Quick Connect Quick Connect 1B Loop, 2C Loops 1113325 1113326 1113327 1113328

Climbing Quick Connect Quick Connect 1B, 1C, 2H 1113330 1113331 1113332 1113333

Construction Quick Connect Quick Connect 1B, 1C, 2H 1113490 1113492 1113491 1113493

1113493

These harnesses feature Nomex®/Kevlar® fiber 
webbing, PVC coated D-rings and comfort padding.
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1113692

111378611137641113760

For Lineman Belts and Harnesses, see page 62.

3M™ DBI-SALA® ExoFit NEX™ Arc Flash 
Construction-Style Harnesses

1113369

3M™ DBI-SALA® ExoFit NEX™ Arc Flash 
Full-Body Harnesses

With an integrated hip pad and body belt, these 
harnesses have excellent tool-carrying capabilities, 
allow work positioning and provide added back support.

Selection guide:

Harness Type Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Construction Quick Connect Quick Connect 1B, 2H 1113315 1113316 1113317 1113318

Tower 
Climbing AFK

Quick Connect Quick Connect 1B Loop, 1C, 2H, 
Seat Sl ing

1113357 1113358 1113368 1113369

Selection guide:

Harness Type Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Rope Access/
Rescue

Quick Connect Quick Connect 1B, 2H 1113761 1113762 1113763 1113764

Rope Access/
Rescue

Quick Connect Quick Connect 1B, 2H 1113768 1113774 1113781 1113786

Rope Access/
Rescue

Quick Connect Quick Connect 1B, 2H 1113757 1113758 1113759 1113760

Lineman with 
2D Belt

Quick Connect Quick Connect 1B, 2H 1113676 1113682 1113688 1113692

1113369
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3M™ DBI-SALA® ExoFit™  
Full-Body Harnesses

Simple and comfortable. These  
harnesses feature a single piece of 
material that wraps around you in the 
shape of an X to reduce tangling and 
provide additional security.

• Soft edging resists chafing.

• Easily-adjustable torso buckles.

•  Quick-connect buckles allow for  
one-handed donning.

•  Cushioned pads designed to resist 
slipping off shoulders.

• Breathable lining helps keep you  
 comfortably dry.

•  Ballistic nylon construction  
resists abrasion.

•  Reflective piping enhances visibility  
in low lighting.

•  Back D-ring rated to 5,000 lb.  
minimum tensile strength.

• 420 lb. capacity (Model  
 shown #1107981).

3M™ DBI-SALA® ExoFit™  
Vest-Style Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B 1107975 1107976 1107977 1107981

Quick Connect Quick Connect 1B, 1C 1108525 1108526 1108527 1108532

Quick Connect Quick Connect 1B, 2H 1108575 1108576 1108577 1108581

Quick Connect Quick Connect 1B, 1C, 2H 1108600 1108601 1108602 1108606

Quick Connect Tongue Buckle 1B 1109356 1109355 1109357 1109358

Vest-style harnesses are the most universal, with multiple configurations and 
connection point options. They’re used across a wide variety of industries.

1108606
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3M™ DBI-SALA® ExoFit™  
Crossover-Style Harnesses

3M™ DBI-SALA® ExoFit™  
Wind Energy Harnesses

3M™ DBI-SALA® ExoFit™  
Construction-Style Positioning Harnesses

3M™ DBI-SALA® ExoFit™  
Derrick Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C 1108675 1108676 1108677 1108682

Quick Connect Quick Connect 1B, 1C, 2H 1108700 1108701 1108702 1108706

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 1C 1108977 1108978 1108975 1108979

Quick Connect Quick Connect 1B, 2H 1108500 1108501 1108502 1108507

Quick Connect Tongue Buckle 1B, 2H 1110475 1110476 1110477 1110478

Quick Connect Quick Connect 1B, 2H 1108516 1108517 1108518 1108519

1108706

1108519

1100303

11108657

Selection guide:

Shoulder 
Buckles

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Pass-Through Quick Connect Tongue Buckle 2B 1100300 1100301 1100302 1100303

Selection guide:

Harness Type Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Wind Energy Quick Connect Quick Connect 1B, 1C, 2H 1102385 1102386 1102387 1102388

Wind Energy Quick Connect Quick Connect 1B, 1C, 2H 1102340 1102341 1102342 1102343

Tower Climbing Quick Connect Quick Connect 1B, 1C, 2H 1108650 1108651 1108652 1108657

Iron Worker's Quick Connect Tongue Buckle 1B, 2H 1100530 1100531 1100532 1100533

A front-mounted D-ring makes the crossover-style a great choice for 
ladder climbing and rescue applications.

Made for general construction work, these harnesses have 
excellent tool-carrying capability, a sewn-in hip pad and 
removable body belt.

Comfortable and easy to don for monkey and tubing board operators. Includes 
connections for an optional derrick belt (1000570) to enhance comfort while 
positioning for the next drilling pipe. Vest style, 18 in. D-ring extension.

Our wind industry harnesses meet the major global compliance 
standards including ANSI, OSHA, CSA and CE. Includes reinforced 
lumbar area for added back support and integrated trauma straps.
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3M™ DBI-SALA® Delta™ Comfort  
Full-Body Harnesses

Combines innovative technologies with  
popular features, making them the workhorse  
of the industry.

• Revolving adjusters maintain fit and lock excess   
 webbing in place.

•  Vented shoulder, back and leg padding helps  
keep wearer cool.

•  Sewn-in dorsal pad holds personal SRLs and  
helps eliminate slippage.

• Visual indicators alert wearer if harness has been   
 impact-loaded.

• Rigid tool belt allows for up to 60 lbs. of tools.

• Tongue buckle legs simplify adjustment.

• Equipped with 3M™ Connected Safety RFID tag.

• 420 lb. capacity (Model shown #1100798).

3M™ DBI-SALA® Delta™ Comfort  
Full-Body Harnesses

1100798

Selection guide:

Harness Type Chest 
Buckle

Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Vest-Style 
Climbing

Quick 
Connect

Quick Connect 1B, 1C 1100636 1100637 1100638 1100639

Vest-Style Quick 
Connect

Tongue Buckle 1B 1100745 1100746 1100747 1100748

Construction-
Style Positioning

Quick 
Connect

Tongue Buckle 1B, 2H 1100795 1100796 1100797 1100798

Vest-Style 
Positioning

Quick 
Connect

Quick Connect 1B, 2H 1100821 1100822 1100823 1100824

Construction-
Style Positioning/
Climbing

Quick 
Connect

Quick Connect 1B, 1C, 2H 1100517 1100518 1100519 1100523

Construction-
Style Positioning

Quick 
Connect

Quick Connect 1B, 2H 1100785 1100786 1100787 1100788

Vest-Style Quick 
Connect

Quick Connect 1B 1100935 1100936 1100937 1100938

Scaffolding Quick 
Connect

Quick Connect 1B 1100945 1100946 1100947 1100948
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3M™ DBI-SALA® Delta™  
Full-Body Harnesses

Tough and versatile. These harnesses include popular 
features and support your back and hips while bearing 
heavy loads to maximize your comfort.

• Revolving adjusters maintain fit and lock excess   
 webbing in place.

• Tangle-free design falls into place when donned.

• Ergonomic hip pad supports back and hips.

• Quick-connect buckles enhance productivity.

• Water repellent coating resists mold and dirt.

• Impact indicator simplifies safety inspections.

• Lanyard keepers help reduce trip hazards.

• Standup dorsal D-ring simplifies connections.

• Arc flash-rated models available.

• 420 lb. capacity (Model shown #1110575).

3M™ DBI-SALA® Delta™ 
Vest-Style Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, Chest, Shoulder) Universal Size

Pass-Through Pass-Through 1B, 2S 1101781

Pass-Through Tongue Buckle 1B, 2S 1101254

Quick Connect Quick Connect 1B, 2S 1110602

Pass-Through Tongue Buckle 1B 1102000

Quick Connect Quick Connect 1B 1110600

Pass-Through Pass-Through 1B 1103321

Pass-Through Tongue Buckle 1B, 2H 1102008

Quick Connect Quick Connect 1B, 2H 1110625

Pass-Through Pass-Through 1B, 2H 1103875

Quick Connect Quick Connect 1B, 1C 1102090

Pass-Through Tongue Buckle 1B, 1C 1107807

Pass-Through Pass-Through 1B, 1C 1112126

Pass-Through Parachute Buckle 1B 1102001

Quick Connect Pass-Through 1B, Conductive-resistant hardware 1104725

1102008

Vest-style harnesses are widely used, with multiple configurations 
and connection point options. They’re used across a wide variety  
of industries.
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3M™ DBI-SALA® Delta™

Construction-Style Harnesses

3M™ DBI-SALA® Delta™

Crossover-Style Harnesses

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Quick Connect Quick Connect 1B, 2H 1110575 1110576 1110577 1110578

Pass-Through Tongue Buckle 1B, 2H 1102201 1101654 1101655 1101656

Pass-Through Tongue Buckle 1B, 1C, 2H 1107805 1107802 1107801 1107809

Chest Buckle Leg Buckles D-rings (Back, Hips, Chest, Shoulder) Universal Size

Pass-Through Pass-Through 1B, 2H 1103512

Pass-Through Tongue Buckle 1B, 2H 1103525

Pass-Through Pass-Through 1B 1103513

Pass-Through Tongue Buckle 1B, loops for belt 1102025

Selection guide:

Leg Buckles D-rings (Back, Hips, Chest, Shoulder) Small Medium Large XLarge

Pass-Through 1B, 1C 1101809 1101810 1101811 1101812

Leg Buckles D-rings (Back, Hips, Chest, Shoulder) Universal Size

Tongue Buckle 1B, 1C 1102950

Quick Connect 1B, 1C 1110700

Pass-Through 1B, 1C 1102010

Tongue Buckle 1B, 1C, 2H 1103375

Quick Connect 1B, 1C, 2H 1110725

Pass-Through 1B, 1C, 2H 1103270

3M™ DBI-SALA® Delta™

Full-Body Harnesses

Selection guide:

Harness Type Chest 
Buckle

Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder)

Small Medium Large XLarge

Iron Worker's 
Vest

Pass-
Through

Pass-Through 1B 1106453 1106451 1106450 1106452

Iron Worker's 
Vest

Pass-
Through

Tongue Buckle 1B, 2H 1106403 1106404 1106405 1106408

Tower Climbing 
Vest

Pass-
Through

Tongue Buckle 1B, 1C, 2H 1107776 1107777 1107775 1107778

Tower Climbing 
Crossover

N/A Tongue Buckle 1C, 2H 1103355 1103351 1103350 1103352

Made for general construction work, these harnesses have excellent  
tool-carrying capability, a sewn-in hip pad and removable body belt.

A front-mounted D-ring makes the crossover-style a great choice for  
ladder climbing and rescue applications.

1101656

110725

1103352
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1150058
3M™ DBI-SALA® Delta™ Arc Flash Kit

Includes 1110752 Delta Arc Flash Nylon Harness with 
web loop and Arc Flash Shock-Absorbing Lanyard,  
6 ft. (1246305), with bag. (XLarge)

1150054 Kit with Large harness (1110752)

3M™ DBI-SALA® Delta™

Arc Flash Harnesses

3M™ DBI-SALA® Delta™

Harnesses for Hot Work Use

Selection guide:

Chest Buckle Leg Buckles Web Loop (Back, 
Front)

Small Medium Large XLarge

N/A Pass-Through 1B, 1F 1110754 1110750 1110751 1110752

Quick Connect Quick Connect 1B, 2F 1110788 1110780 1110781 1110782

Quick Connect Tongue Buckle 1B, 2F 1110773 1110774 1110783 1100784

Selection guide:

Harness Type Chest Buckle Leg Buckles D-rings (Back, Hips, Chest, Shoulder) Universal Size

Vest Pass-Through Pass-Through 1B 1105475

Crossover N/A Pass-Through 1B, 1C, 2H 1104775

Vest Pass-Through Pass-Through 1B 1104625

Vest Quick Connect Quick Connect 1B 1109975

1110782

1104775

Tested to perform in accordance with the stringent ASTM F887 Standard 
Specification for Personal Climbing Equipment. Features 7,000 lb. nylon 
web and leather insulators.

Harness Type Chest Buckle Leg Buckles D-rings (Back, Hips, Chest) Universal Size

Standard Pass-Through Pass-Through 1B 1110830

Vest Quick Connect Quick Connect Back Loop 1110820

Crossover Pass-Through Pass-Through 1B, 1C, 2H 1110940

With heat-resistant and flame-retardant Nomex®/Kevlar® fiber 
webbing, these harnesses have a 700° Fahrenheit char temperature. 
310 lbs. (140 Kg) capacity.



1113193

1111580
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3M™ DBI-SALA® Delta Vest™

Derrick Belts

3M™ DBI-SALA® Delta Vest™

Oil and Derrick Harnesses

1000545

Selection guide:

Connection Buckle D-rings Small Medium Large XLarge Universal

Pass-Through 2 1000542 1000543 1000544 1000545

Pass-Through 2 1000570

Tongue Buckle 2 1003230 1003220 1003221 1003222

Selection guide:

Chest Buckle Leg Buckles D-rings (Back, Hips, 
Chest, Shoulder, Lifting)

Small Medium Large XLarge

Pass-Through Tongue Buckle 1B, 2L 1105826 1105827 1105825 1105828

Pass-Through Tongue Buckle 1B 1106112 1106108 1106106 1106107

Pass-Through Tongue Buckle 1B, 2L 1106357 1106350 1106353 1106354

1106107

Designed for easy donning and use by workers who operate the 
monkey and tubing boards on oil rigs. They also include connections 
for an optional derrick belt, which adds comfort while positioning for 
the next drilling pipe.

3M™ DBI-SALA® Delta Vest™

Hi-Vis Work Vest Harnesses

Our sleeveless waist-length vests feature a built-in harness for high 
visibility while working at-height, day or night. They meet ANSI class II 
requirements for high visibility vests.

Selection guide:

Style Leg Buckles D-rings (Back) Universal Size

Orange Reflective Quick Connect 1B 1111580

Yellow Reflective Quick Connect 1B 1111584

Blue Non-Reflective Quick Connect 1B 1115676

Hi-Vis Orange Reflective Tongue Buckle 1B 1107404

Hi-Vis Yellow Reflective Tongue Buckle 1B 1107420

Blue Non-Reflective Tongue Buckle 1B 1107416

3M™ DBI-SALA® Delta™ Resist
Webbing Harness

1110990

Selection guide:

Harness Type Chest Buckle Leg Buckles D-rings (Back) Universal

Vest Pass-Through Tongue Buckle 1B 1110990

Helps protect against grease, oil, dirt and grime with integrated 
Resist Technology (polyurethane coated webbing).
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Lineman Belts and Harnesses

3M™ DBI-SALA® 4D Lineman Belts 
Innovative design keeps the center of gravity at the top  
of the belt for improved safety and optimal comfort.

1 Durable 100% top-grain leather

2 Hassle-free connections to S-shaped, full floating D-rings

3 3M™ DBI-SALA® Cynch-Lok™ Fall-Restricting Device compatible  
 (see page 82)

4  Comfortable, innovative design distributes weight throughout 
the contoured, reinforced seat 

5 Easy adjustments with durable grommet tongue buckle belt

Model shown  
1001398 (D24)

Model shown  
1001384 (D23)

D Size
(in.)

Belt Sizing (in.)

Minimum Center Hole Maximum

D18 32 36 40
D19 33 37 41
D20 34 38 42
D21 36 40 44

D22 37 41 45

D23 38 42 46

D24 40 44 48
D25 41 45 49
D26 42 46 50
D27 44 48 52
D28 45 49 53
D29 46 50 54

D30 47 51 55

Where to measure to determine the correct  
“D” size for a Lineman’s Belt: 

X = Distance from waist or top of hip bone to 
where Lineman’s Belt is worn. 

 Y =  Measurement is from front of hip bone around 
the back to the front of the other hip bone.  
This measurement is the “D” size. 

3M™ DBI-SALA® 2D  
Lineman Belts
Easily-adjustable belt with grommet 
tongue buckle, made in Red Wing, MN 
with 100% top grain leather.

4D Belt

D Size SKU

D18 1001392
D19 1001393
D20 1001394
D21 1001395
D22 1001396
D23 1001397
D24 1001398
D25 1001399
D26 1001400
D27 1001401
D28 1001402
D29 1001403
D30 1001404

2D Belt

D Size SKU

D18 1001379
D19 1001380 
D20 1001381
D21 1001382
D22 1001383
D24 1001385
D25 1001386
D26 1001387
D27 1001388
D28 1001389
D29 1001390
D30 1001391

ExoFit NEX™ Arc Flash Harness with 2D Belt

Small 1113675 – D20 1113676 – D21 1113677 – D22 1113678 – D23

Medium 1113681 – D22 1113682 – D23 1113683 – D24 1113684 – D25

Large 1113688 – D25 1113689 – D26 1113690 – D27 –

XLarge 1113691 – D25 1113692 – D26 1113693 – D27 –

5

4 3

2

1
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9511597
Harness and  
Lanyard Bag

3M™ DBI-SALA® Bag 
7-1/2 in. wide x 6-1/2 
in. deep x 15-1/2 in. 
long, holds a harness 
and lanyard or 50 ft.  
of 5/8 in. rope.

9511597 Small

9503806 Medium

9500468
Offshore Life-Jacket
Offshore Orange Life-Vest, back 
opening for harness, safety whistle, 
62 sq. in. of SOLAS (Safety of Life at 
Sea) grade reflective tape, foam-filled 
head support collar with two vertical 
adjustable straps, hinged back panel 
for comfort. Cat. No: 1600 type 1-US 
Coast Guard Approved. (Universal size)

Selection guide:

D-rings Pad Small Medium Large XLarge

2 (Side) 3 in. (7.6 cm) 1000022 1000023 1000024 1000025

None No Pad 1000052 1000053 1000054 1000055

1 (Back) 3 in. (7.6 cm) 1000002 1000003 1000004 1000005

None No Pad, 
ExoFit™

1000708 1000709 1000716 1000717

Belts, Workseats & Accessories

3M™ DBI-SALA® Workseats 

1001190
Bosun Chair

12 in. x 24 in. x 1 in. board,  
cushion and side snaps.

1001140
Bosun Chair only 

12 in. x 24 in. x 1 in. board.

1001378
Suspended Workman’s Chair 

Polyester webbing, alloy steel connectors,  
weight capacity of up to 420 lbs.

3M™ DBI-SALA® Tongue Buckle Belts

3M™ DBI-SALA®  
Suspension Trauma  
Safety Straps
Relieve downward pressure after a fall 
with these easy-to-deploy safety straps 
(compatible with most harness brands).

9501403
Safety Straps,  
One Pair.

9505712
Flame-Resistant  
Safety Straps, One Pair. 

11501443  
Auto-Resetting  
Lanyard Keeper - Qty. 2

Breakaway lanyard keepers 
automatically reset and can be 
positioned along the chest area  
of your harness webbing.
1150444  Lanyard Keeper -  

Qty. 50

1231117
D-ring Extension

D-ring at one end, snap hook 
at other x 18 in. (46 cm).

9501207
3M™ DBI-SALA®  

Delta™ Comfort Pad

Attaches to most harnesses to 
provide wrap-around comfort.
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OSHA Final Rule on  
Walking-Working Surfaces
This new rule applies to all general industry workplaces, covering surfaces like floors, stairs, ladders, 
scaffolds and elevated walkways. The goal is to reduce slips, trips and falls across several industries. 
This rule increases consistency between the general industry and construction standards. Compliance 
dates vary, to give businesses time to understand the changes and upgrade their equipment. See our 
Technical Bulletin or contact customer service for more information.

Learn more about this and other safety standard updates at 3M.com/FallProtection.

Regulatory Knowledge
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If workers use personal 

fall protection or work 

in other high hazard 

situations, they must be 

trained and retrained in a 

manner they understand.

Fixed ladder cages and wells will be phased 
out and replaced with ladder safety systems or 
personal fall arrest systems.

Outdoor advertising qualified 
climbers will need fall 
protection and fixed ladders 
over 24 ft. will require a 
ladder safety system.

Fall protection D-rings, carabiners and 
snap hooks must be proof tested for 
tensile loads of 3,600 lbs. And gate 
strengths must also be designed to 
withstand at 3,600 lbs.

ABC’s of
Fall Protection

24 ft.

3,600 lbs.
3M™ DBI-SALA® and 3M™ Protecta® Hooks and 

D-Rings meet this criteria.
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A
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G
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OSHA 29 CFR 1910
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The Nano-Lok SRL is ergonomically designed for ease-of-use and direct connection 
to most harnesses. It locks quickly, stopping a fall after a matter of inches, providing 
more protection at low fall clearance heights.

•  Twin-leg anchorage connector lets workers attach two SRLs directly to   
the back of most harnesses.

• Centrifugal brakes stop falling workers after a matter of inches.

• Impact-resistant housing helps provide maximum durability.

• RFID equipped to help track equipment and manage safety inspection programs.

Direct-to-harness connection

Single-leg or twin-leg connectors install 
underneath the webbing on most harnesses, 
leaving the D-ring open for other equipment 
or rescue.

3M™ DBI-SALA® Nano-Lok™  
Self-Retracting Lifelines

3M™ DBI-SALA® 
Self-Retracting
Lifelines

C
   S

e
lf-R

e
tra

c
tin

g
 L

ife
lin

e
s



66

3M™ DBI-SALA® Nano-Lok™ Single-Leg  
Self-Retracting Lifelines

3M™ DBI-SALA® Nano-Lok™ Twin-Leg  
Self-Retracting Lifelines

3101215
Nano-Lok Self-
Retracting Lifeline 

With Steel Snap Hook and 
Steel Carabiner x 6 ft. (1.8 m)

3101228
Nano-Lok Self-
Retracting Lifeline

With Steel Snap Hook and 
Single-Leg Quick Connector 
x 6 ft. (1.8 m)

3101225
Nano-Lok Self-
Retracting Lifeline 

With Aluminum Carabiner 
(Captive Eye) and Single-Leg 
Quick Connector x 6 ft. (1.8 m)

3101229
Nano-Lok Self-
Retracting Lifeline 

With Single-Leg Quick 
Connector and Steel Rebar 
Hook x 6 ft. (1.8 m)

3101227
Nano-Lok Self-
Retracting Lifeline 

With Aluminum Rebar 
Hook and Single-Leg Quick 
Connector x 6 ft. (1.8 m)

3101254
Nano-Lok Self-
Retracting Lifeline 

With Aluminum Rebar Hook  
x 6 ft. (1.8 m)

3101273
Nano-Lok Twin-Leg 
Self Retracting 
Lifeline 

With Twin-Leg Fixed 
Quick Connector 
and two Aluminum 
Rebar Hooks  
x 6 ft. (1.8 m)

3101280
Nano-Lok Twin-Leg 
Self-Retracting  
Lifeline 

With Steel Rebar 
Snap Hooks and 
Quick Connector  
x 6 ft. (1.8 m)

3101277
Nano-Lok Twin-Leg 
Self-Retracting 
Lifeline 

With Twin-Leg Quick 
Connector and two 
Aluminum Rebar 
Hooks x 6 ft.  
(1.8 m)

3101288
Nano-Lok Twin-Leg  
Self-Retracting 
Lifeline 

With Twin-Leg Fixed 
Quick Connector 
and two Steel 
Rebar Hooks  
x 6 ft. (1.8 m)

3101279
Nano-Lok Twin-Leg 
Self-Retracting 
Lifeline 

With two Steel Snap 
Hooks and Twin- 
Leg Connector  
x 6 ft. (1.8 m)

3101473
Nano-Lok Twin-Leg  
Self-Retracting 
Lifeline 

With two Aluminum 
Locking Rebar Hooks 
x 6 ft. (1.8 m)



NANO-LOK TIE-BACK SRL Part #
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5,000 lb. gated snap hook with swiveling anchor loop only x 9 ft. (2.7 m) 3101368

5,000 lb. gated snap hook with aluminum carabiner x 9 ft. (2.7 m) 3101365

5,000 lb. gated snap hook with single leg connector x 9 ft. (2.7 m) 3101366

5,000 lb. gated snap hook with steel carabiner x 9 ft. (2.7 m) 3101367

T
w

in
 

L
e

g 5,000 lb. gated snap hook with twin leg quick-connector x 9 ft. (2.7 m) 3101374

5,000 lb. gated snap hook with fixed D-ring connector x 9 ft. (2.7 m) 3101373
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3101625
Nano-Lok Extended 
Length Twin-Leg 
Quick-Connect 
Self-Retracting 
Lifeline 

With Aluminum 
Rebar Hooks  
x 9 ft. (2.74 m)

3M™ DBI-SALA® Nano-Lok™ Extended Length  
Self-Retracting Lifelines

3M™ DBI-SALA® Nano-Lok™ Tie-Back  
Self-Retracting Lifelines

3101582
Nano-Lok Extended 
Length Quick-Connect  
Self-Retracting Lifeline 

With Anchor Hook x 11 ft.  
(3.35 m)

3101588
Nano-Lok Extended 
Length Order Picker 
Self-Retracting Lifeline 

With Snap Hook x 11 ft. 
(3.35 m)

3101621
Nano-Lok Extended 
Length Twin-Leg  
Quick-Connect  
Self-Retracting  
Lifeline 

With Snap Hook x 11 ft. (3.35 m)

3101590
Nano-Lok Extended 
Length Quick-
Connect Self-
Retracting Lifeline 

With Aluminum Rebar 
Hook x 9 ft. (2.74 m)

3101624
Nano-Lok Extended Length 
Twin-Leg Quick-
Connect Self-
Retracting Lifeline 

With Aluminum 
Locking Rebar Hooks 
x 9 ft. (2.74 m)

Selection guide:
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This unique SRL was tested to  
8 calories, ensuring durability in 
applications like welding, grinding  
and torching. It is reinforced with 
Kevlar® fiber to withstand sparks, 
weld splatter and other high  
heat exposure. 

• 6 ft. (1.8 m) working length.

• Universal hot work icon  
to quickly and easily identify  
hot work product.

• Equipped with RFID.

•  Meets ANSI Z359.14,  
OSHA 1910.140, OSHA 
1926.502, ANSI A10.32.

3101503

68

3M™ DBI-SALA® Nano-Lok™ Arc Flash  
Self-Retracting Lifelines

Designed specifically for utility 
applications.

• 8 ft. (2.4 m) working length.

• With Nomex®/Kevlar® fiber  
web lifeline and reinforced  
edges for improved wear  
resistance and durability over 
standard webbing.

• Features an arc flash industry 
logo to easily identify the product 
application.

•    Arc flash compliant, tested to  
40 cal/cm2. Meets ASTM F887.

•   Meet ASTM F887, ANSI Z359.14, 
OSHA 1910.140, OSHA 1926.502, 
ANSI A10.32.
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3M™ DBI-SALA® Nano-Lok™ for Hot Work Use  
Self-Retracting Lifelines

Selection guide:

Selection guide:

3101575
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